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Legend, Status, Protocol overview
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Cross reference:

Menu

Configuration menu

Defaul Config.menu

Input menu

Default input menu

Access 5
Access wizard 6
Main menu 7,10
Single tests
Data-, VqIP-, IPTV-, 7.8
VoD-, Bridge-,
Physic tests
Test results 7,9
Status 7
Parallel tests 9
Settings 11-20
Device 11
Profile, Virt.-Profile
VolP-Account e
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

Menu item only matters
for specified interface |

ADSL / VDSL / SHDSL / Ethernet

Data service ‘

Pi>file x

VolIP service

| IPTV service

\ VoD service \

F LN m Service Bridge/Router ‘

Depending on the type of
access and access mode
selected as well as the
services/lines configured,
parts of the status may be
disabled (greyed out).

éﬁ Virtual line Ethernet ‘

IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26

ISDN tests page

e — Protocol configurable (see page 16)

a — Protocol set automatically

77777777 | Virtual line %ﬁ] 1 01 [
\Physics xDSLIEthernet% ﬁ Physics Ethernet (xDSL Bridge/Router) \
\
\
ADSL / VDSL / SHDSL / Ethernet
SHDSL
Access ADSL VDSL ETH
ATM EFM TDM ITC HDLC
- — : - — - — - —
s 5 2z b 2|39 & E(38 s 2 [zglTgng
E o o E o 14 E e o o = | E o 14 E E|lE|E|E|E
< -5 5 > |:—) S R E 5 n | n E 5 nwiln|ln oln | n
ke ke S S » 7 » o
Socket ol o|lzlo|lz|lo|lo| zlolzlolo|lo|lzl o zlololo|lz|lo z|lo|lo|lolo|lo|o]|=
S|5|S|5|5|5|5|5|5|5|5|5|5|5|5|5|5|5/5|5|5|5|5/5|5/5|5/5]%
Protocol | ATM/Ethernet
without - without a | a a | a ala| a ala| a alalal|al|lal]|a
- P ale e | a al e e | a °
IP Yes EoA ° ° ° °
No IPoA ° °
Yes PPPoE ° ° . ° ° ° ° ° °
PPP
No PPPoA ° °
PPTP - PPTP °

BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection e
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28

Others page

Legend 3
Protocol-overview

Hotkeys 4
Test leads 36-39

The basic ARGUS 145plus package includes support for at least one DSL interface (ADSL, VDSL or SHDSL) with a variety of functions and
tests for the interface(s). Support for other interfaces and functions is optional (see the options in the data sheet). Consequently, depending

on the scope of the functions delivered, certain menu items may be hidden. The type of access and access mode can affect this, too.
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Settings 11-20
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Video on Demand 25
VolIP call / wait 26
BERT 29
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Service check
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Connection =
Time measuring 33
Auto. Test
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope
DMT analysis 35
TDR
ETH cable tests 28
Legend
Protocol-overview &
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Hotkeys ﬁ
ADSL / VDSL / SHDSL / Ethernet BRI S /BRI U/ PRI/ POTS Copper tests
ADSL / VDSL/
Key SHDSL ATM SHI?SL EFM / Key BRIS/BRIU PRI POTS Key Copper tests
thernet

(0] ARGUS status (0] ARGUS status (0] ARGUS status

(1] Help hotkeys (1] Help hotkeys (1) Help hotkeys

(2] VPI/VCI scan - (2] Service check - (2] -

© IP ping (3) Supp. Serv. test - [3) R

(4] Trace route (4] Auto. Test - (4] -

(5] HTTP download (5] Test data to PC (5] Test data to PC

(6 . (6) Test manager - (6) -

(7] FTP download (7] Numbers (7] -

(9] IPTV (0] BERT start - (0] -

(1] Status (1) Level measuring L1 status Voltage measuring (1) -

(] VolP call ( () Connection ( (] -
Qithen @O Access Qthen @ Access Qithen @ Access
Q then @ ARGUS info O then @ ARGUS info Qthen@  ARGUS info
Qthen @ Restore config. Qthen @ Restore config. Q then @ Restore config.
Qthen © Factory setting Q then © Factory setting Q then @ Factory setting
Q then @ - Q then @ Test manager - Qthen @ -
Q then @ Store Q then @ - Qthen @ -
ADSL / VDSL Copper tests

Line scope Line scope .
Key ADSL / VDSL Key (Frequency . . DMT analysis TDR
domain) (Time domain)

) : 0] : : : :

0 - 0 - - - -

(2) Zoom (2] Zoom - Zoom

(3) Cursor (3] Cursor

e - Q Measurement range Tones Measurement range

(5) - (5) - - Mode Pulse width/height

(6) - (6) - - - Wire type/VoP

0 - (7] Probe -

@ - (8] Symmetry - -

(9] x-axis setting (9] Time domain | Frequency domain - -

[ Continue [ - - New -

(1) - () Run/Hold - Run/Hold
Qthen @ Store Q then @ Store
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IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26

ISDN tests page

BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection 52
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
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Hotkeys 4
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Switch
ARGUS on

Abort of
battery
charging

Access

ADSL
VDSL
SHDSL
Ethernet
BRI'S
BRI U
PRI
POTS

Copper tests

ADSL / VDSL / SHDSL / Ethernet

Filter [

New

\ Edit

Access wizard ) s.page 6

Phys. parameters P s.page 13-14

Profile

) s.page 12, 15-18

Notice

Name

ARGUS status
[ Access | Start Hotkey @
Synchronization of the
selected interface active
v
j Display status
see page 7

BRI S /BRI U/ PRI/ POTS
ARGUS status

\ Menu

see page 10

Copper tests

ARGUS status

—

\ Menu
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Access 5 ‘ New ‘
Access wizard 6
Main menu 710 ADSL }Q ADSL mode? } }Q Access mode? } rﬂ Profile \
Single tests VDSL ~ ([ ATU-R TE | Profile 1-20 |
Data-. VoIP-. IPTV- SHDSL Annex B/J auto ATU-R Bridge Access name? ‘
, . , , 7-8 ﬁ
\oD-, Bridge-, Ethernet Annex A auto ATU-R Router ‘ ‘
Physic tests BRI S \ Annex B auto ‘ Summary ‘
Test results 7,9 BRI U ﬁnnex 2" :;tSOLZ 6.9925 Access mode? | v | |
+
Status ! oR Annex AADSL2 G.992.3 VTU-RTE
Parallel tests 9 POTS nnex oo VTU-R Bridge
: ) Annex AADSL ~ G.992.1 9

Settings 11-20 Copper tests N Annex B ADSL2+ G.992.5 VTU-R Router

ge‘;'_fe Vrprofi 1 Annex BADSL2 G.992.3 Phys. param. (page 13-14)|

VolP-Acoount TC | 12-18 Annex BADSL ~ G.992.1

ISDN / POTS 19-20 Annex J ADSL2+ G.992.5 ‘ Quit wizard
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26

ISDN tests page

BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection =
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4
Test leads 36-39

-
W SHDSL line? |

M TC sublayer?

e Access mode?

_

2-wire ATM STU-RTE
4-wire EFM STU-C
6-wire TDM STU-R Bridge
8-wire Independent TC STU-R Router
HDLC
L }‘ Access mode? J
IP based J
Cable test
| W
Layer 2 mode? ‘
(BRI S) Access mode? :
(Automatic)
TE P-P (Point-to-Point)
II\\I/IT . P-MP (Point-to-Morep.)
onitor
Leased Line
;}\ (BRI U) Access mode?
TE
Leased Line )
;ﬂ (PRI) Access mode? } )
TE
NT
Monitor
Leased Line
k_}{ (POTS) Access mode? | W
Terminal
Monitor




Main menu, Single tests, Test results, Status ﬁB@@j@U ‘ﬁ 4 5 PLUS

(Access: ADSL, VDSL, SHDSL, Ethernet, Copper tests) — page 7 —
Cross reference: ADSL / VDSL / SHDSL / ETH / Copper tests ADSL / VDSL / SHDSL / ETH / Copper tests ADSL / VDSL / SHDSL / ETH / Copper tests
——

A 5

ceess ; Single tests N Single tests ‘
Access wizard J Test results }Q Test results \ IP ping
Mai 7,10 21
S.aml mten: || Status ~ | Select test results | Trace route >N see page |
D:t%_e \Z;Q'”g_ IPTV- Settings —]) sce page 11-20 * HTTP download

Ty ] ’ 7-8 A — 5 FTP d load
VoD-, Bridge-, ccess see page Display result ) Display test results ownloa see page 22 ‘
Physic tests Battery (status,...) FTP upload
: Rename ) Test results rename.

Test results 7,9 Status —N Display Battery status \ Send report to PC D Send report to PC FTP server
Status 7 Automatic char. Delete = Delote rz ort VPI/VCI scan >N see page 23 ‘
Parallel tests 9 On . E ATM OAM ping pag
Settings 11-20 Off VolIP call

Device _ T  Help | VoIP wait —>=p{ see page 26 |

Profile, Virt.-Profile 12-18 ‘ Hotkeys H see table page 4 VoIP PESQ test _N see page 34 ‘

VolP-Account

ISDN / POTS 19-20 IPTV
Battery (status,...) 7,10 IPTV scan }*{ see page 24 |
Help 7,10 ADSL / VDSL / SHDSL / Ethernet IPTV passive
IP and ATM tests page General Video on Demand —}Q see page 25 \
IP ping / Trace route| 21 Profile x ‘ ‘ Loop H see page 27 ‘
HTTP / FTP downl. ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ D Port flash H see page 28 \
E%z lsjglr(\),:? 22 - o | Copper Box gy Copper Box active
VPIVCI scan N o > ' o R measurement =) R measurement active
ATM OAM ping 25 RC measurement =) RC measurem. active
IPTV / passive /scan| 24 Line scope —) see page 35
Video on Demand 25 DMT analysis —]p  see page 35
VolP call / wait 26 [ Access | .. TDR m— see page 35

\ H see page 5

ISDN tests page
BERT 29 - -
Supp. Serv. test 20 Physics xDSL/Ethernet active
Service check Profile x
X3 o O
CF-Tests 32
Connection \
Time measuring 33 ———
Auto. Test
Other tests page
Loop 27 info » Hotkey @
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7 _ .
Line scope Display physical
DMT analysis 35 access results
TDR
ETH cable tests 28
Others page
Legend 3 .
Protocol-overview [ 1] =ADSL, VDSL, SHDSL, Ethernet [ ] =xDSL-Bridge/Router, Ethernet
Hotkeys 4 [7] =ADSL, VDSL, SHDSL ATM / EFM, Ethernet [ = SHDSL EFM, Ethernet
Test leads 36-39

[} =ADSL, SHDSLATM [ = Ethernet cable tests




Service tests: Data tests, VoIP tests, IPTV tests, VoD tests, Bridge tests, Physic tests ﬁ

(Access: ADSL, VDSL, SHDSL, Ethernet)
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Access wizard 6
Main menu 7,10
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Data-, VqIP-, IPTV-, 7.8
VoD-, Bridge-,
Physic tests
Test results 7,9
Status 7
Parallel tests 9
Settings 11-20
Device 11
Profile, Virt.-Profile
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ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26
ISDN tests page
BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection e
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4
Test leads 36-39

ADSL / VDSL / SHDSL / Ethernet

Service active

ADSL / VDSL / SHDSL / Ethernet

Service active

ADSL / VDSL / SHDSL / Ethernet

Service active

Profile x Profile x Profile x
J] ] /I 1] I e
| )'é'st | | JT'e"st | | jét |
[ (" (-
W Data tests | w VoIP tests | W IPTV tests |
IP ping IP ping IP ping
Trace route ) see page 21 ‘ Trace route ) see page 21 ‘ Trace route ) see page 21 ‘
HTTP download VoIP call IPTV
FTP download e a2 VolP wait P seepage 26 IPTV scan } see page 25 |
FTP upload pag VoIP PESQ test FN see page 34 IPTV passive
FTP server
ADSL / VDSL / SHDSL / Ethernet ADSL / VDSL / SHDSL - Bridge ADSL / SHDSL / Ethernet

Service active

Service active

Trace route

) see page 21

Video on Demand

=P see page 25

Profile x Profile x
C I I T L e e |
' :
[ Test | [ Test |
J J

[ [
w VoD tests | w Bridge tests |

IP ping ‘ IPTV passive H see page 25

Physics xDSL/Ethernet active, Services inactive

Profile x

!

[ Test |

D = xDSL-Router
7] =ADSL, SHDSLATM
[ = SHDSL EFM, Ethernet

J
r
w Physic tests |
VPI/VCI scan
ATM OAM ping b seepage23 |
Loop —N see page 27 \




Service tests: Parallel tests
Test status
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Access 5
Access wizard 6
Main menu 7,10
Single tests
Data-, VqIP-, IPTV-, 7.8
VoD-, Bridge-,
Physic tests
Test results 7,9
Status 7
Parallel tests 9
Settings 11-20
Device 11
Profile, Virt.-Profile
VolP-Account e
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26

ISDN tests page

BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection =
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4
Test leads 36-39

ADSL / VDSL / SHDSL / Ethernet

First test is active

i. e. IP ping

Test status

ADSL / VDSL / SHDSL / Ethernet

Test status
IP ping

ﬁ Data

New | Stop/Start

Single tests ‘

‘ Stopping / starting a test

IP ping

Trace route

see page 21

HTTP download

FTP download

FTP upload

see page 22

FTP server

VolIP call

VoIP wait

see page 26

VoIP PESQ test

IPTV

see page 34

IPTV scan

IPTV passive

see page 24

JJJJJ

VIV SV

r
ADSL / VDSL / SHDSL / Ethernet

Second test is active

i. e. HTTP download

| Test status \

L

ADSL / VDSL / SHDSL / Ethernet

Test status
IP ping HTTP DL

r'} Data Data

New | Stop/Start

‘ Stopping / starting a test

@ﬁﬁ> Using the cursor keys for switching between status and Test

@ status.

ADSL / VDSL / SHDSL / Ethernet

Service active

Profile x

| Test

The Display and operation of VoIP and IPTV
tests are like those of Data tests.




Main menu, Single tests, Test results

(Access: BRI S, BRI U, PRI, POTS) — page 10 —
Cross reference: BRI S /BRI U/ PRI/ POTS BRI S /BRI U/ PRI/ POTS BRI S /BRI U/ PRI/ POTS
e
Access 5 . -
Access wizard 5 Single tests N Single tests ‘
S pe— —7 Autotest e Start ISDN tests BERT =P see page 29 |
: Test manager Supp. Serv. test
i see page 30
ST Cancell all m=p Cancell all tests Service check >N B ‘
Data-, VoIP-, IPTV-, 7.8
\oD-, Bridge-, B Start new one m—fp Start new single test X.31 test —N see page 31 \
Physic tests Listening CF interrogation
33
Test results 7,9 Start monitor >.N =eEpa0e CF activation see bage 32 ‘
Status 7 Test results N Test results ‘ CF delete B
Parallel tests 9 Level measuring \ Select test results \ Connection
Settings 11-20 Connected line * Time measuring =) sece page 33
Device 11 Other TE : PESQ test —]) see page 34
. . - Display Display result ey Display Test result Pag
Profile, Virt.-Profile 12-18 Volate BRI U Level .
VolP-Account Power BRI U €vel measuring Rename ) Rename Test result BERT —N see page 29 \
ISDN / POTS 19-20 Connected line Send report to PC ) Send to PC active Supp.v. Serv. test >’{ o0 pEeE 30 ‘
Battery (status,...) 7,10 L1 status e e BT T Delete P Delete test result Service check
Hel 710 ) X.31 test —) see page 31
P , Settings —) sce page 11-20 .
Connection —)) sce page 32
IP and ATM tests page Access —} see page 5 Time measurin _} see page 33
IP ping / Trace route 21 Battery (status,...) g B
HTTP / FTP downl. Status —N Display Battery status \ Connection ) Phone/con. active
FTP upload 22 Automatic charge ‘ PESQ test —)) see page 34
FTP server o
VPINCI scan 03 n
ATM OAM ping Off
IPTV / passive /scan| 24 ‘ Help ‘
Video on Demand 25 ‘ Hotkeys H see table page 4
VolIP call / wait 26

ISDN tests page

BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection e
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28

Others page

Legend

Protocol-overview 3
Hotkeys 4
Test leads 36-39

1] =BRIS,BRIU,PRI  [] =POTS

[} =BRIS, PRI
1] =BRIS, PRI, POTS




Settings and reset
Trace/remote, Device, Numbers, Backup/Restore
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Cross reference:

Access 5

Access wizard 6

Main menu 7,10

Single tests

Data-, VolP-, IPTV-, 7.8

VoD-, Bridge-,

Physic tests

Test results 7,9

Status 7

Parallel tests 9

Settings 11-20
Device 1

Profile, Virt.-Profile

VolP-Account A
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21

HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26
ISDN tests page
BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection e
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28

Others page

Legend

Protocol-overview 3
Hotkeys 4
Test leads 36-39

Settings

-—N Device

Profiles —p sce page 12-18
ISDN ) see page 19-20
BERT —) see page 29
PESQ —)p see page 34
POTS P see page 20
X.31 profile m—p see page 31
Copper/Cable tests =====pp see page 35
Device J
' | Numbers |
\ Own number
| BRI S/U, Dest. number 1/8
PRI, POTS | ..
| Dest. number 8/8
| X.31 number
N Backup/Restore } —— ;

Menu language

N Menu language

LCD lightness Deutsch
| dark-——light English
\ Date / time ‘ Francais

Date : dd.mm.yy
Time: hh:mm

‘ Ringer volume

Start volume

Start volume
Level 1

Level 7

End volume
| Alarm bell |
On End volume
Off Level 1
| Jingle |
On Level 7
Ooff

Power management

Software option

l

Input SW option key

=) Power management |

| Automatic turn off

deactivated

after 5 minutes
after 10 minutes
after 15 minutes
after 30 minutes

Lighting

off after 30 sec
off after 1 minute
off after 5 minutes

H Backup/Restore ‘

Backup configuration

_/H Save current configuration

Restore configuration

—M Restore saved configuration ‘

Factory settings

\-}{ Reset to factory settings

Selecting "Factory settings™ or "Backup configuration™ requires a password
to avoid an unintentionally deleting of the system configuration. Please
contact the ARGUS support team at +49 2351 9070-90 to ask for the
password. All settings will be set to default and test results will be deleted.
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Profile
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Main menu 7,10
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IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server
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ATM OAM ping
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VolIP call / wait 26
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BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection 52
Time measuring 33
Auto. Test
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PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4
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ADSL / VDSL / SHDSL / Ethernet
Physics xDSL/Ethernet inactive

Profile x

!

Access

Access

ADSL

VDSL
SHDSL
Ethernet

BRI S

BRI U

PRI

POTS
Copper tests

Filter |

New

Edit

Data service

VoIP service

p xDSL/ETH |
\ Profile \
| Profile 1-20 |
‘ Edit profile ‘ ‘ Preselection profile
‘ Services

IPTV service

see page 15-17

VoD service

Bridge/Router

Virtual line

Router

Bridge

see page 18

Test parameters

__J

IP ping

Trace route

see page 21

HTTP download

FTP download

FTP upload

see page 22

VPI/VCI scan

ATM OAM ping

see page 23

VolIP call

VolIP wait

see page 26

VolP PESQ test

IPTV

see page 34

IPTV scan

IPTV passive

see page 24

Video on Demand

IWWIVYWYV ¥V ¥

Loop

see page 25

}

‘ Profile name

see page 27

| Profile 1-20
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Phys. parameters: ADSL, VDSL, Ethernet - page 13 -
Cross reference: ADSL VDSL Ethernet
Physics ADSL inactive Physics VDSL inactive Physics Ethernet inactive
ﬁzz::: wizard 2 ) Profile x n Profile x Profile x
(7]
Main menu 7,10 | = LI JE I T | > &2 LI e T | > 2 C ]
Single tests ‘—g_ N ‘—g_ b7y ‘—g_ %
Data-, VoIP-, IPTV-, | ¢ | ® 1 i
VoD-, Bridge-, avn Qa9 o |:'_:
Physic tests 2 g -
Test results 7,9
Status 7 Edit [ Edit \ \
Parallel tests 9 } }
Settings 11-20
Device 11
Profile, Virt.-Profile
VolP-Account 12-18 ADSL | VDSL | Ethernet | Autonegotiation Off |
ISDN / POTS 19-20 \ Annex B firmware \ \ Rated/threshold values ‘ \ Autonegotiation \ ‘ Speed ‘
Battery (status,...) 7,10 R4 | Bitrate | On 100 Mbit/s
Help 7,10 RS downstream: 0 kbit/s Off 10 Mbit/s
P and ATM tests _ page | Rated/threshold values | upstream: 0 kbit/s | MAC address | | Duplex |
IP ping / Trace route| 1 | Bitrate | | cRC | Default MAC address Full
HTTP / ETP downl Downstream: 0 kbit/s far: * Dynamic MAC address Half
FTP upload ' 292 Upstream: 0 kbit/s near: * 00:00:00:00:00:00 ‘ Flow control ‘
FTP server | CRC | | FEC | ‘ On
VPI/VCI scan far: * . * Off
ATM OAM ping 29 ear: * Laerér' . free def.
IPTV / passive /scan| 24 ‘ FEC ‘ ‘ = : ‘ 00 00 00 00 00 00
Video on Demand 25 irmware
- S far: * 5 FS10.3
VolIP call / wait 26 q:, (75) near * g 75) FS10.4
(] - a :
ISDN tests page =< | HEC | => | Carrier Set |
BERT 2 far.  * B 43
Supp. Serv. test 30 near; * A43
)S(er\1/|ce check : ‘ INP/ISNRM ‘ V43
C'lf’ s 3 Favour DS INP MAC address
i 32 Favour DS SNRM Default MAC address
: ; MAC address Dynamic MAC address
e Mmeasliring 33 | | 00:00:00:00:00:00
uto. Test Default MAC address
Dynamic MAC address ‘
r tests pe 00:00:00:00:00:00 et
Connection (POTS) 10 ‘ 00 00 00 00 00 00
Monitor (POTS) 33 free def.
PESQ 34 00 00 00 00 00 00
RC measurement 7
Line scope
DMT analysis 35
TDR
ETH cable tests 28
Others page
Legend 3
Protocol-overview
Hotkeys 4
Test leads 36-39
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Phys. parameters: SHDSL
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Cross reference:

Access 5
Access wizard 6
Main menu 7,10
Single tests
Data-, VqIP-, IPTV-, 7.8
VoD-, Bridge-,
Physic tests
Test results 7,9
Status 7
Parallel tests 9
Settings 11-20
Device 11
Profile, Virt.-Profile
VolP-Account e
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21

HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26

ISDN tests page

BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection 52
Time measuring 33
Auto. Test

Other tests page

Loop 27
Connection (POTS) 10

Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4
Test leads 36-39

SHDSL
Physics SHDSL inactive

Profile x

I

Edit [

—>

SHDSL |

‘ Spectrum ‘

~

Annex A SHDSL
Annex B SHDSL
Annex F SHDSL.bis
Annex G SHDSL .bis
Annex A/F Auto
Annex B/G Auto

Data ra

te \

N Channel sele.(TDM)

—>

Clock/framing

| SHDSL

| SHDSL

B channels:
Z channels:

“SH

DSL.bis

| Rate: *(in kbit/s)

| SHDSL.bis

| Rate: *(in kbit/s)

synchronous
plesiochronous
plesiochronous (NTR)

Line probing (PMMS)

Channel sele.(TDM)
Data rate
Power back off

| db: 0

—
I
|

\ EOC usage \

off
on (passive)
on (active)

\Ra

te adaptive mode

B channels:
Z channels:

Current condition SNR DS

‘ Target SNRm

Current 0
Worst case: 0
(in dB)

0
0

up down

Interop

bits

‘ Sync word ‘

| 3F 16 1F 03 3C OC

‘ Message mode ‘

GHS mode A
GHS mode B
GHS mode C
GHS mode D

| Vendor info field

| 1535

\ Wire pairs

Line 1: Wire pair 4-5
Line 2: Wire pair 3-6
Line 3: Wire pair 1-2

Interop bits
MAC address

Line 4: Wire pair 7-8
Line probing (PMMS) —J

—

Default MAC address
Dynamic MAC address
00:00:00:00:00:00

+

free def.
00 00 00 00 00 00

‘ Line probing

G.991.2
Globespan

| Multiwire

Auto
Globespan
G.991.2

Aggregation

Discover. and aggregat.

| SRU

Off
Elcon CoCo10M
Elcon International

EOC error counter

Absolute
Delta




Settings ARGUSE/ZL
Profile — Services (Data service, VoIP service, IPTV service, VoD service), Virt. Profile — page 15 —
Cross reference: ADSL / VDSL / SHDSL / Ethernet
VoD service inactive IPTV service inactive VoIP service inactive Data service inactive Service / Virtual line inactive
2222:2 o g Profile 1-20 Profile 1-20 Profile 1-20 Profile 1-20 Profile 1-20
Main menu 7,10 NN NN ey AREEEEE] NN e L L T T |
Single tests ::7:::>—| ::7:::*)—' ::7::\)—, = ::7::r)—| ::7:::>—,
Data-, VoIP-, IPTV-, 7.8
VoD-, Bridge-,
Physic tests
Test results 7,9
Status 7 Edit [ Edit \ Edit Edit | Edit \
Parallel tests 9
Settings 11-20
Device 11 (
Profile, Virt.-Profile | 1, 1o (
VolP-Account r
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10
Virt. Profiles 1-20
IP and ATM tests page . H i rofiles
. Settings Protocol
IP ping / Trace route| 21 ‘ Profile ‘ ATM
HTTP / FTP downl. -
FTP upload 29 | Profile 1-20 | VLAN
FTP server L ‘ Services ‘ PPP
VPI/VCI scan 23 N Data service ‘ PPTP see page 16
ATM OAM ping | Virtual line | IP version
IPTV / passive /scan| 24 No virtual line > Add Virt, profile IPv4
Video on Demand 25 L Virt. Profiles 1-20 1’ =gt Virt- profne Data log
VolIP call / wait 26 P VoIP service | dB I Profile name
ISDN tests page \ Virtual line \
BERT 29 No virtual line I
Supp. Serv. test 30 Virt. Profiles 1-20 N like Data service — Virtual line ‘ el |
Service check VoIP account
see page 17
X.31 31 L VoIP QoS b seepag |
CF-Tests 32 N IPTV service \ 1
Connection | Virtual line | I
Time measuring 33 No virtual line I
Auto. Test Virt. Profiles 1-20 N N like Data service — Virtual line ‘ - I
Other tests page
Loop 27 IGMP VL: No VL Add Virt. profile I
Connection (POTS) 10 xt ;: Delete Virt. profile i
Monitor (POTS) 33 L N T ‘ VL 3: Edit Virt. profile I
PESQ 34 :
RC measurement 7 _ Virtual line | !
Line scope No virtual line 1
DMT analysis 35 Virt. Profiles 1-20 N like Data service — Virtual line Fﬁ
TDR Bridge/Router ) see page 18
ETH Cable tests 28 Test parameters N see page 12
Others page Profile name pag
Legend 3
Protocol-overview
Hotkeys 4
Test leads 36-39
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Cross reference:

Access 5
Access wizard 6
Main menu 7,10
Single tests
Data-, VqIP-, IPTV-, 7.8
VoD-, Bridge-,
Physic tests
Test results 7,9
Status 7
Parallel tests 9
Settings 11-20
Device 11
Profile, Virt.-Profile
VolP-Account e
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26

ISDN tests page

BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection 52
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4
Test leads 36-39

Profiles — Virt. profile (Protocol, ATM, VLAN, PPP, PPTP, IP, Data log) — page 16 —
r-—ﬂ ATM | ’——M VLAN | r——ﬂ PPP |
Settings | VPIVCI | | VLAN mode | | PPP Profiles 1-20 |
| Profiles | VPI: 1 No VLAN
| Profiles 1-20 | VCI: 32 VLAN 1
\ Services \ \ Encapsulation \ VLAN 2 \ edit profile \ \ preselection profile
| Data service | LLC | VLAN 1 |
| Virtual line | VC-MUX D |
‘ Virt. Profiles 1-20 ‘ ‘ Ethernet ‘ ‘ ID: 2 ‘ User name ‘
| Protocol | No (PPPOA, IPoA) | Priority | | |
P Yes (PPPOE, EoA) | Priority: 0 | Password |
PPP | VLAN 2 | | |
PPTP | ID | Set IP
ATM — ) | ID: 2 | No |
VLAN ‘ Priority ‘ Yes
PPP \ Priority: 0 \ Activation Delay \
PPTP \ | sec: 2 |
\ Server IP address \ J \ Profile name \
| 0.0.0.0 | | PPP Profiles 1-20 |
‘ IP Version ‘
IPv4
IPv6
Dual
IPv4 » 1Pv4 | r—}( DNS server | DHCP vendor ID |
Data log ‘ IP mode ‘ ‘ DNS server 1 ‘ ‘ Format
off Static IP | 0.0.0.0 | ASClII
on DHCP client | DNS server 2 | HEX
| Profile name | DHCP server | 0.0.0.0 | | ASCII data
| Virt. Profiles 1-20 | DHCP auto | ARGUS
| own IP address | DHCP client | | HEX data
| | 0.0.0.0 | | | DHCP timeout | | |
IP Netmask sec: 20
| 255.255.255.0 | DHCP vendor ID —/
Gateway IP DHCP vendor Info ;
| | 0.0.0.0 | | DHCP user class |, ——>""> ke DHCP vendor D _|
DNS server —J DHCP user-def.opt _}Q DHCP user-def.opt. \
DHCP client — | Number
DHCP server _}i DHCP server ‘ ‘ number: 255
\ Start/end address \ \ Format
192.168.10.30 ASCII
192.168.10.40 HEX
\ Domain \ \ ASCII data
| | | ARGUS
‘ Reserve time ‘ ‘ HEX data

On page 3 you get a survey on the protocols, which are supported
on the various interfaces.

| Hours: 240
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Profiles — Services — VoIP service — VolP account, VoIP QoS

— page 17 —

Cross reference:

Access 5
Access wizard 6
Main menu 7,10
Single tests
Data-, VqIP-, IPTV-, 7.8
VoD-, Bridge-,
Physic tests
Test results 7,9
Status 7
Parallel tests 9
Settings 11-20
Device 11
Profile, Virt.-Profile
VolP-Account e
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26

ISDN tests page

BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection 52
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4
Test leads 36-39

ADSL / VDSL / SHDSL / Ethernet

VoIP service inactive

Profile 1-20

!

Settings

‘ Profiles

| Profiles 1-20 |

N VolIP service

VolIP account

| VolP profile 1-3

Virtual line —N see page 15
VolIP account
VoIP QoS R
Edit |
a J
7

edit VoIP profile

‘ ‘ preselection VolIP profile ‘

SIP settings J
Phone settings
STUN server
| Use STUN |
No
Yes
‘ STUN server ‘
| MOS threshold |
\ Value: 4.0 \
\ Profile name ‘
‘ VoIP profiles 1-3 ‘
W VoIP QoS | RTP ToS
‘ Layer 3 DiffServ ‘ ToS: 00
| RTP (ToS/DSCP) | TP DSCP
ToS
DSCP DSCP: 00
| SIP (ToS/DSCP) | SIPTos
[T)‘;%P ToS: 00
| Layer 2 VLAN Prio | SIP DSCP
| RTP VLAN Prio | DSCP: 00

| VLAN Prio: 0

| SIP VLAN Prio

| VLAN Prio: 0

N Phone settings

‘ RTP port range

Start: 10000
End: 20000

\ Silence detection

off
on
not used

\ Jitter buffer

static
adaptive

\ Codecs

G.711 Alaw
G.711 plaw
G.723.1
G.729 A/B
G.726

‘ DTMF settings

‘ Mode

automatic
SIP info
RFC 2833
inband

N SIP settings ‘

‘ User name

‘ Password

Registrar server

Outbound proxy/SBC

SIP Domain

_\

Listen port

‘ Port num.: 5060

Remote port

—N Registrar server ‘

‘ Use Registrar

No
Yes

\ Registrar server

‘ Port num.: 5060

Authentication

Caller ID

‘ User agent

‘ Argus145plus

| Qualify

No
Yes

‘ Reg. expire

| Time: 3600 sec.

Del.exist.registrar

No
Yes

\H Outbound proxy/SBC ‘

\ Use proxy

No
Yes

| Outb.proxy/SBC

| Outb.proxy/SBC Port |

‘ Port num.: 5060

static

nominal: 60 ms

\ Duration

\ Duration: 80 ms \

[ [

adaptive

min: 60 ms
init: 60 ms
max: 120 ms
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Profile — Bridge/Router (Ethernet, Virtual line, Router)

— page 18 —

Cross reference:

Access 5

Access wizard 6

Main menu 7,10

Single tests

Data-, VqIP-, IPTV-, 7.8

VoD-, Bridge-,

Physic tests

Test results 7,9

Status 7

Parallel tests 9

Settings 11-20
Device 11

Profile, Virt.-Profile

VolP-Account A
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26
ISDN tests page
BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection e
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4

Test leads 36-39

ADSL / VDSL / SHDSL - Bridge/Router

Service Bridge/Router inactive Virtual line Ethernet inactive Physics Ethernet inactive
Profile 1-20 Profile 1-20 Profile 1-20
% [N J] % [N J] % [N J]
Edit ] " Edit | " Edit | .
L |\
j

Settings

‘ Autonegotiation ‘ ‘ Speed ‘
| Profile | On 100 Mbit/s
| Profile 1-20 | off 10 Mbit/s
L Services —N see page 15-17 ‘ Duplex ‘
P Bridge/Router Full
Virtual line Half
Router m ‘ Flow control ‘
| IPv4 | On
| NAT | Off
On
Off
| SIP port |
. | Port number: 5060 | \_ > IP version
A"
[ Firewall | f’;\‘:g
gf’; Dual
. . | IPv4 |
‘ Biscaidipielix ‘ ‘ IP mode ‘ DHCP server ‘
o Static IP \ Start/end address \
- S DHCP server 192.168.10.30
_ Bridge | | own IP address | 192.168.10.40
| VLANﬁ:Z’;i:'r‘gm | [ 0.0.00 | | Domain |
Taqain ‘ IP Netmask ‘ ‘ ‘
=l | 255.255.255.0 | | Reserve time |
‘ VLA'I“DI_DZ ‘ ‘ ‘ DHCP server PJ ‘ Hours: 240 ‘
Test parameters ‘ Data log
>}{ see page 12 off

Profile name

\_ﬂ Ethernet ‘

Autonegotiation off

on
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ISDN (General, BRI S, BRI U)

— page 19 -

Cross reference:

Access 5

Access wizard 6

Main menu 7,10

Single tests

Data-, VqIP-, IPTV-, 7.8

VoD-, Bridge-,

Physic tests

Test results 7,9

Status 7

Parallel tests 9

Settings 11-20
Device 11

Profile, Virt.-Profile

VolP-Account A
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26
ISDN tests page
BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection e
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4
Test leads 36-39

Settings

| ISDN |

\ L1 permanent ?

No
Yes

‘ Protocol

DSS1
CorNet-N
CorNet-NQ
QSIG

VN4

‘ Alerting mode

Automatic
Manual

|
| BRI S /PRI

L

\ Clock mode

Master
Slave

| BRI termination

On
Off

PRI termination

PRI haul mode

Sab5 bits

Sab bits

A bit

CRC4 mode

Call parameters

Services

Call acceptance

all MSN/DDI
own MSN/DDI

‘ Voice coding

A-Law
u-Law

| DTMF / keypad

DTMF
Keypad

CUG index

| Index: 148

Keypad

}Q see page 32

Prefix

AOC

On
Off

N Services

User specified 1

b

User specified 2

User specified 3

>

User BC value

!

User LLC value

|

like
User specified 1

User HLC value

}Q Prefix

‘ National

)

‘ International

| 00

M Call parameters \

| Net-CGN-TON

Unknown
International
National
Network spec.
Subscriber
Abbreviated

Net-CGN-NP

Unknown
ISDN/telephony
Data

Telex

National stand.
Private

| Net-CDN-TON

| like Net-CGN-TON

| Net-CDN-NP

| like Net-CGN-NP

| User-CGN-TON

| like Net-CGN-TON

| User-CGN-NP

| like Net-CGN-NP

| User-CDN-TON

| like Net-CGN-TON

| User-CDN-NP

| like Net-CGN-NP

‘ CGN Subadresse

| CGN Subadr. Type

User specific
NSAP

‘ CDN Subadresse

| CDN Subadr. Type

User specific
NSAP

| uul
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ISDN (PRI), POTS

— page 20 —

Cross reference:

Access 5
Access wizard 6
Main menu 7,10
Single tests
Data-, VqIP-, IPTV-, 7.8
VoD-, Bridge-,
Physic tests
Test results 7,9
Status 7
Parallel tests 9
Settings 11-20
Device 11
Profile, Virt.-Profile
VolP-Account e
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26

ISDN tests page

BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection 52
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4
Test leads 36-39

Settings

| ISDN |

L1 permanent ?

Protocol

Alerting mode

see page 19

Clock mode

BRI termination

|
|
|
|
|
|
|
PRI
|
|
|
|
|
|
|

PRI termination

75 Ohm
120 Ohm

| PRI haul mode

short haul
long haul

| Sa5 bits

1111
0000

| Sa6 bits

1111
0000
1010

| Abit

A=0 (automatic)
A=1 (error)

\ CRC4 mode

CRC4 automatic

Call parameters

Services

Call acceptance

Voice coding

DTMF / keypad

CUG index

Keypad

see page 32 ‘

Prefix

see page 19 \

AOC

% see page 19 \
—
—
—

see page 19 ‘

Settings

| POTS |

‘ Dial mode

Pulse mode
DTMF

\ CLIP mode

FSK
DTMF

DTMF parameters

FLASH time

80 ms

pefp DTMF parameters

‘ Level

-3dB

‘ Time

‘ 80 ms

‘ Interval

\ 80 ms

\ Defaults

e Setting defaults
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IP Configuration and operation ﬁ ﬁ@@j@ ‘ﬁ@@
IP ping, Trace route — page 21 -
Cross reference: ADSL / VDSL / SHDSL / Ethernet
o atls m m Services
Access > Single tests Settings
Access wizard 6 Jioee ‘ 9s Data
Main menu 7,10 IP ping ! _ Profiles | VolP
: ’ \ | Profiles 1-20 | IPTV
Single tests ‘ Data tests ‘ . . VoD
Data-. VoIP-. IPTV- ‘ IP ping selection service ‘ Test parameters \ o
VoD-, Bridge-, e (see list "IP ping | o
Physic tests ‘ VolIP tests ‘ and note) ‘ IP address preseselection IP address ‘
; \ IPv4
Test results 7,9 \ IP ping ‘ \ IP addresses 1-10 : IPV6
Status 7 ‘ IPTV tests ‘ ‘ Number of pings edit IP address ‘
Parallel tests 9 ‘ IP oin ‘ IP addresses 1 10‘ ‘ Quantity: 10 \
Settings 11-20 Rild  Delay |
Device 11 ‘ VoD tests ‘ ‘ sec.: 1,000 ‘
Profile, Virt.-Profile | ., 1o | IP ping | selection IP address | | edit IP address | Packet size |
VolP-Account * ‘ in byte.: 84 ‘
ISDN / POTS 19-20 selection IP mode | Fragmentation |
Battery (status,...) 7,10 (see list) on
Help 7,10 * Off
IP and ATM tests page ‘ IP ping test active L Auto
IP ping / Trace route 21 }
HTTP / FTP downl.
FTP upload 22 ADSL / VDSL / SHDSL / Ethernet
FTP server
VPI/VCI scan - -
ATM OAM ping 23 Single tests ‘ Settlngs.
IPTV / passive /scan| 24 | Trace route | \ | Profiles |
Video on Demand 25 ‘ Data tests ‘ ‘ Profiles 1-20 \
VolIP call / wait 26 ‘ T G selection service ‘ Test parameters ‘
ISDN tests page (see list | Trace route |
BERT 29  VoIP tests | gudiets) | IP address preseselection IP address |
Supp. Serv. test  Trace route } | IP addresses 1-10 ‘
i e ; edit IP address
Service check 30 | IPTV tests | | MaXlnl:l:)TzhsOPs ‘
X.31 31 ‘ Trace route ‘ IP addresses 1 - 10‘ :
CF-Tests ‘ Probes ‘
Connection e ‘ VoD tests ‘ ‘ Number: 3 ‘
Time measuring ‘ Trace route ‘ selection IP address ‘ ‘ edit IP address ‘ Timeout ‘
Auto. Test = ‘ sec: 3,000 ‘
Other tests page selection IP mode
Loop 27 (see list) ¥
Connection (POTS) 10 *
Monitor (POTS) 33 :
PESQ 34 \ Trace route test active
RC measurement 7 As IPv4 number
Line scope As IPv6 number
DMT analysis 35 As name
TDR
ETH cable tests 28
Others page (
Legend As IPv4 number As IPv6 number As name
Protocol-overview g 0.0.0.0 0000:0000:0000... www.argus.info
Hotkeys 4 The number of services may vary depending on the configuration of the Data,
Test leads 36-39 VolIP, IPTV, VoD services. If a single service has been configured, the selection
will be skipped.




IP Configuration and operation ﬁB@@j@U Aﬁ 4 5 PLUS

HTTP download, FTP download, FTP upload, FTP server — page 22 -

Cross reference: ADSL / VDSL / SHDSL / Ethernet

pys— = m
Access wizard 6 Slngle tests Settings

i —— =10 | HTTP download | Profiles |

: : | Profiles 1-20 |
Single tests | Data tests | Test parameters |
Data-, VoIP-, IPTV-, HTTP d load
VoD-, Bridge-, 78 ‘ own oa ‘ HTTP download ‘
Physic tests i

‘ Server profiles 1-10 \ ‘ Server profiles 1-10 ‘

Test results 7,9
Status 7
Parallel tests 9 ‘ selection server profile ‘ ‘ edit server profile ‘ preselection server profile ‘ ‘ edit server profile ‘
Settings 11-20 *
Device 11 . .
. . - \ HTTP download test actlve\ Server profiles 1-10 \
Profile, Virt.-Profile | ,, ;o
VolP-Account ‘ Server ‘
ISDN / POTS 19-20 ADSL / VDSL /| SHDSL / Ethernet ‘ ‘

Battery (status,...) 7,10 ‘ Download file name ‘
Help 7,10 Slngle tests Settings | | : | |

Upload fil
IP and ATM tests page \ FTP download ‘ Profiles ‘ p‘olarl”e ile name ‘
IP ping / Trace route| 21 ‘ Data test \ Profiles 1-20 ‘ ‘ Tt ‘
HTTP / FTP downl. ala tests \ Test parameters \ ploa e size

FTP | 1 B
FTP upload 22 | down Oad "FTP download | | 100000000 (Byte) |
FTP server ‘ User name ‘

‘ Server profiles 1-10 ‘ ‘ ‘

VPI/VCI scan 23 ‘ Server profiles 1-10 ‘

ATM OAM ping | Password |
IPTV / passive /scan| 24 ‘ ‘
Video on Demand 25 \ selection server profile \ \ edit server profile \ preselection server profile\ \ edit server profile \ ‘ Number of up Idownloads\
VolP call / wait 26 ¢ L y ‘ Number: 3 ‘
ISDN tests page \ FTP download test active \ \ Num. of paral. downl. \
BERT 29 | Number: 3 |
Supp. Serv. test 30 ADSL [ VDSL / SHDSL / Ethernet ‘ Profile name ‘

Service check

‘ Server prof. 1-10 ‘
X.31 31 M
CF-Tests Slngle tests Settings

Connection £ | FTP upload | Profiles |
e messais | o saests e s
: | FTP upload
Other tests page ‘ FTP upload : ‘

‘ Server profiles 1-10 ‘

Loop 27 ‘ Server profiles 1-10 ‘
Connection (POTS) 10
Monitor (POTS) 33 - ; : : .
PESQ 34 \ selection server profile \ \ Edit server profile \ preselection server proﬂle\ \ edit server profile \
RC measurement 7 J
I|5i|r\1/|e_zrscople _ - ‘ FTP upload test active ‘
analysis
TDR
ETH cable o5t 28 ADSL / VDSL / SHDSL / Ethernet

Others page
Legend 3 Single tests

Protocol-overview ‘ FTP server
Hotkeys 4
Test leads 36-39 | Data tests |

‘ FTP server | N =12 aorver (Bsl aEtie A test configuration of the FTP server is not necassary.




ATM

Configuration and operation
VPI/VCI scan, ATM OAM ping

— page 23 —

Cross reference:

Access 5

Access wizard 6

Main menu 7,10

Single tests

Data-, VqIP-, IPTV-, 7.8

VoD-, Bridge-,

Physic tests

Test results 7,9

Status 7

Parallel tests 9

Settings 11-20
Device 11

Profile, Virt.-Profile

VolP-Account A
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21

HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26
ISDN tests page
BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection e
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4

Test leads 36-39

ADSL / SHDSL ATM

Single tests

‘ VPI/VCI scan

‘ Physic tests ‘
| VPIIVCI scan

VPI/VCI scan test active

ADSL / SHDSL ATM

Single tests

| ATM OAM ping

‘ Physic tests ‘
| ATM OAM ping

Settings

‘ Profiles ‘
| Profiles 1-20 |
‘ Test parameters ‘
| VPIVCI scan |
| VPI |
Start: 0
End: 8
| vel |
Start: 32
End: 48
\ Number of scans \
‘ Number: 2
\ Timeout \
\ Sec: 0,500

ATM OAM ping test active

Settings

| Profiles |
| Profiles 1-20 |
\ Test parameters \
| ATM OAM ping |
| VPIVCI |

VPI: 1
VCI: 32

‘Numberofpings ‘

‘ Number: 3

\ Timeout \

‘ Sec: 1,000

‘ OAM cell type ‘

F5 loopback segm.
F5 loopback ete




IP

Configuration and operation

IPTV, IPTV passive, IPTV scan — page 24 —
Cross reference: ADSL / VDSL / SHDSL / Ethernet
b Thesho |
. Single tests Settings \ IGMP latency \
Access wizard 6 ‘ -
Main menu 710 \ IPTV ‘ \ Profiles \ \ Latency value: 500 ms \
: : Profiles 1-20 Sync error
Single test | IPTV tests | |
ingle tests
Data-, VoIP-, IPTV-, - ‘ PTV ‘ ‘ Test parameters ‘ ‘ 0 ‘
VoD-, Bridge-, ) ‘ | IPTV | PCRjitter |
Physic tests | IPTV profiles 1-3 | | 100 ms |
Test results 7,9 | IPTV profiles 1-3 | Error indication |
Status 7 \ 0 \
Parallel tests 9 \ CC error \
Settings 11-20 , : ; v : ; . : . \ 0 \
Device 1 ‘ selection IPTV profile ‘ ‘ edit IPTV profile edit IPTV profile ‘ ‘ preselection IPTV profile ‘ ‘ CC error ratio ‘
Profile, Virt.-Profile | ., 1o | 0,00% |
VolP-Account IPTV test active Audio byt
ISDN / POTS 19-20 | : ‘ - H IPTV profiles 1-3 | Lu Pt | |
Battery (status,...) 7,10 ‘ Channel selection ‘ preselection IPTV ch. ‘ ‘ Video bytes ‘
Help 710 ADSL / VDSL / SHDSL / Ethernet | IPTV channel 1-250 0
’ " Use IP header | edit IPTV channel | | | | |
IP and ATM tests page RTP jitter
IP ping / Trace route| 21 Single tests ceos \ 100 ms \
HTTP / FTP downl. \ IPTV passive ; \ RTP sequence error \
FTP upload 22 | | _IGMP version | | 0 |
FTP server IPTV tests IGMP version: 3 :
VPINVCI scan 3 | IPTV passive Threshold J | C“":“JOR;P loss ratio |
ATM OAM ping " Profile name A "
] e || 2% | Bridge tests _ | " IPTV profiles 1-3 | | Full RTP loss ratio |
Video on Demand 25 ‘ IPTV passive ‘ 5,00 % ‘
VolIP call / wait 26
ISDN tests page | IPTV profiles 1-3 L
BERT 29 IPTV channels 1-250 ‘
Supp. Serv. test 30 \ Multicast IP \
Service check | selection IPTV profile | | edit IPTVv rofile | 224000 ‘
X.31 31 P P | Port |
CF-Tests \ Port number: 0 \
X 32
CEILERICE | IPTV passive test active | \ y | TV station |
it s g 33 | IPTV channel 1-250 |
Auto. Test
Other tests page ADSL / VDSL / SHDSL / Ethernet - ~
Loop 27
Connection (POTS) 10 IPTVscan profiles1-3 2dd IPTV channel ‘
Monitor (POTS) 33 Single tests Settings ‘ Channel selection ‘
PESQ 34 ‘ IPTV scan ‘ Profiles ‘ ‘ remove IPTV Channel ‘
RC measurement 7 [ IPTV tests | EEEIENED ‘ EERET T edit IPTV Channel |
Li ‘ Test parameters ‘ \ IGMP version: 3 \
ine scope | IPTV scan A
DMT analysis 35 ‘ IPTV scan ‘ ‘ Max. zapping time ‘
TDR . IPTV scan profiles 1-3 Zapping time: 5s y
ETH cable tests 28 ‘ IPTV scan profiles 1-3 ‘ ‘ ‘ Profile name ‘ ‘
Others page — | Scan Profile 1-3 |
Legend _ 3
Protocol-overview | selection IPTV scan profile| | edit IPTV scan profile preselection IPTV scan profile| | edit IPTV scan profile |
Hotkeys 4
Test leads 36-39

\ IPTV scan test active \ L
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Video on demand — page 25 -
Cross reference: ADSL / VDSL / SHDSL / Ethernet
—— p2g% VoD profiles 1-3 \
Access 5 . :
. Single tests Settings ‘ Type of stream ‘
Access wizard 6 . -
: ‘ Video on demand ‘ Profiles ‘ RTSP
Main menu 7,10 -
: | Profiles 1-20 | HTTP
glntgle {;aslts Py | VoD tests | | Test parameters | FTP
ata-, vVolr-, il Vid d d
VoD-, Bridge-, 7-8 ‘ Ideo on deman ‘ Video on demand ‘ MMS
Physic tests ‘ VoD profiles 1-3 ‘ ‘ VoD profiles 1-3 ‘ \ Server address ‘
Test results 7,9 \ \
Status 7 ‘ Port ‘
Parallel tests 9 i v ( \ 4 | Port number: 0 |
Settings 11-20 \ selection VoD profile \ \ edit VoD profile \ preselection VoD profile \ \ edit VoD profile \ File name \
Device 11 ‘ ‘
Profile, Virt.-Profile ‘ RTSP type ‘
VoIP-Account s :
G171 GO | VoD test active | TCP
ISDN / POTS 19-20 UDP
Battery (status,...) 7,10 L L J ‘ RTSP server type ‘
Help 7,10 standard VoD thresholds |
IP and ATM tests page Kasenna \ PCR jitter \
IP ping / Trace route 21 Jitter buffer Jitter value: 8 ms
9
HTTP / FTP downl. \ Jitter buffer value:300 ms\ \ Continuity error \
FTP upload 22 Thresholds ‘ Cont. error value: 0,1 %‘
FTP server Profile name
VPI/VCI scan 23 .
ATM OAM ping ‘ VoD profiles 1-3 ‘
IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26
ISDN tests page
BERT 29
Supp. Serv. test 30
Service check
X.31 31
CF-Tests
Connection e
Time measuring 33
Auto. Test
Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope
DMT analysis 35
TDR
ETH cable tests 28
Others page
Legend 3
Protocol-overview
Hotkeys 4

Test leads 36-39




IP

Configuration and operation
VolIP call, VoIP wait

— page 26 —

Cross reference:

Access 5
Access wizard 6
Main menu 7,10
Single tests
Data-, VqIP-, IPTV-, 7.8
VoD-, Bridge-,
Physic tests
Test results 7,9
Status 7
Parallel tests 9
Settings 11-20
Device 11
Profile, Virt.-Profile
VolP-Account e
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26

ISDN tests page

BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection 52
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4
Test leads 36-39

ADSL / VDSL / SHDSL / Ethernet

Single tests

| VolIP call

| VoIP tests |
| VoIP call

| VoIP dest. 01/10 - 10/10 |

—

‘ selection VolP dest. ‘ ‘ edit VolP dest.

' L

Settings

‘ Profiles ‘

| Profiles 1-20

‘ Test parameters

| VoIP

| VolIP dest. 01/10 - 10/10 |

selection VolP dest.

|| edit VoIP dest.

| VoIP call active |

ADSL / VDSL / SHDSL / Ethernet

Single tests

| VoIP wait

‘ VoIP tests ‘
| VoIP wait

VolIP wait active

VolIP dest. 01/10 - 10/10

Settings

| Profiles |

| Profiles 1-20

\ Test parameters

| VoIP wait

\ Call acceptance \

Automatic
Echo test




Others

Configuration and operation
Loop

— page 27 —

Cross reference:

Access 5

Access wizard 6

Main menu 7,10

Single tests

Data-, VqIP-, IPTV-, 7.8

VoD-, Bridge-,

Physic tests

Test results 7,9

Status 7

Parallel tests 9

Settings 11-20
Device 11

Profile, Virt.-Profile

VolP-Account A
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21

HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26
ISDN tests page
BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection e
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4

Test leads 36-39

SHDSL EFM / Ethernet

Single tests

\ Loop

‘ Physic tests ‘
‘ Loop

Loop active

Settings

| Profiles |
| Profiles 1-20 |
\ Test parameters \
\ Loop \

\ Layer \

Layer 1
Layer 2
Layer 3

| MAC mode |

Only own MAC
Loop everything

| VLAN |

| VLAN mode

No VLAN
VLAN 1
VLAN 2

| VLAN1

D

| ID: 2

| Priority

‘ Priority: 0

| TPID

8100 Hex
88A8 Hex

| VLAN 2

| ID

| ID: 2

‘ Priority

| Priority: 0

| TPID

8100 Hex
88A8 Hex

\ Own IP mode \

Static IP
DHCP client

\ Own IP address \

| 0.0.0.0




ETH

Configuration and operation
Ethernet cable tests

— page 28 —

Cross reference:

Access 5
Access wizard 6
Main menu 7,10
Single tests
Data-, VqIP-, IPTV-, 7.8
VoD-, Bridge-,
Physic tests
Test results 7,9
Status 7
Parallel tests 9
Settings 11-20
Device 11
Profile, Virt.-Profile
VolP-Account e
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26

ISDN tests page

BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection 52
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4
Test leads 36-39

Ethernet cable tests

Single tests

\ Port flash

Port flash ... active

Settings

\ Copper/Cable tests \

\ ETH cable tests

‘ Port flash

‘ LED on time

\15
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BERT (start, wait, loop) — page 29 -
Cross reference: BRI S/U / PRI
TE ... INT ... _ Services MegaBERT pattern

Access 5 .
Access wizard 6 M—‘ Settings Speech 2°15-1
Main meng 210 Single tests | BERT | UDI 64 kBit 2°15-1 inverse

: ’ | BERT | | BERT time | 3.1 kHz audio 2°20/QRSS
S:tgl_e {;a;ts_ TV BERT start ‘ Durat.: 00:01 (hh:mm) ‘ 7 kHz audio 2°20/QRSS/inverse
VoD-,’Bridge’-, 78 BERT wait \ | Bit pattern S /U | DFU-TA Space (0000)
Physic tests B-channel loop et muTe (2M5)-1 Telephony ISDN Mark (1111)
Test results 7,9 (271)-1 Fax G3
Status 7 v User defined \ Fax G4
Parallel tests 9 Select service | Pattern PRI | !\I'/“:(etd Mode
Settings 11-20 (see list) | like S/U | User defined V?dijt);x

Device 11 * ‘ Error level ‘ Enter (binary): e

Profile, Virt.-Profile 12-18 ‘ Select B-channel ‘ ‘ Threshold: 1E-06 ‘ 0000000000000000 osI

VolP-Account \ HRX value \

Telephony 7 kHz

ISDN / POTS 19-20 ‘ BERT active ‘ ‘ Value: 15 % ‘ Video telephony 1
Battery (status,...) 7,10 Video telephony 2
Help 7,10 | BERT wait active | User specified 1

User specified 2
User specified 3

IP and ATM tests page

IP ping / Trace route| 21
HTTP / FTP downl.

B-channel loop wait active \

FTP upload 22 BRI S/U PRI
FTP server
VPI/VCI scan 23 Leased line Leased line
ATM OAM ping
IPTV / passive /scan| 24 Single tests Single tests
Video on Demand 25 | BERT | | BERT |
VolP call / wait 26 ‘ BERT start ‘ \ BERT start \
ISDN tests page B-channel (64k) B-channel (64k)
BERT 29 B-channel (128k) B-channel (128k)
Supp. Serv. test 30 D-channel MegaBERT fr.
Service check BERT wait | B-chan. MegaBERT unfr. Bochan
X.31 31 B-channel (64k) select D-channel select .
CF-Tests - B-channel (128k) BERT wait |
Cpnnechon . D-channel B-channel (64k) 1. B-chan.
Time measuring 33 B-channel loop | B-channel (128k) select
Auto. Test
B-channel B-ch MegaBERT fr. B-chan *
Other tests page all framed ~ohan. MegaBERT unfr. ' 2. B-chan.
\ select select
Loop 27 D-channel select
Connection (POTS) 10 B-channel-loop ‘ 1. B-chan. Patt lect
Monitor (POTS) 33 B-channel select (Saeee;gt)se ec
PESQ 34 B-chan. all framed *
RC measurement 7 select all unframed 2. B-chan.
Line scope select
DMT analysis 35
TDR B-chan Pattern select
ETH cable tests 28 B-channel loop wait active | (see list)
Others page
Legend . | BERT wait active |
Protocol-overview
Hotkeys 4 BERT active B-channel loop wait active ‘
Test leads 36-39 BERT wait active BERT active




ISDN

Configuration and operation

Supplementary services, Service test — page 30 —
Cross reference: BRI S/U / PRI
TE P-MP | TE P-P Services
ccess
5 Speech
Access wizard 6 m—‘
Main menu 7,10 Single tests UDI 64 kBit
Ere———— : \ Supp. serv.test \ 3.1 kHz audio
ingle tests 7 kHz audio
Data-, VoIP-, IPTV-,
VoD-, Bridge-, (=8 l DFU-TA
Physic tests | Enter own number | Telephony ISDN
Test results 7,9 ¢ Fax G3
Status 7 F3(Es
‘ Service select (see list) ‘ Mixed Mode
Parallel tests 9 Teletex
Settings 11-20 ¢ VI Gl
Device 11 ‘ B-channel select ‘ Telex
ERia | ! \
N Supp. Services select (see list
ISDN / POTS 19-20 PP ( ) Video telephony 1
Battery (status,...) 7,10 Video telephony 2
Help 7,10 | Supp. Services test active | User specified 1

IP and ATM tests page

IP ping / Trace route 21

HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26
ISDN tests page
BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection e
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4

Test leads 36-39

BRI S/U /PRI
TE.../NT ...

Single tests

\ Service test \

¥

‘ Enter own number ‘

‘ Select B-channel ‘

+

‘ Service test active ‘

User specified 2
User specified 3

Supp. services

TP test
HOLD test
CLIP test
CLIP/CLIR
COLP/COLR
DDl test
MSN test
CF test
CFU

CFB
CFNR

CW test
CCBS test
CCNR test
MCID test
3PTY test
ECTtest
CUG test
CD test
AOC test
SUB test
UUS test
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X.31 — page 31 -
Cross reference: BRI S/U / PRI
TE P-MP / TE P-P P Windowsize |
. Settings / 1 packet
Access wizard 6 - = Throughput
Main menu 7710 Single tests ‘ X.31 profiles ‘ _ 2 packets
Sial test : | X.31 test | | X.31 profiles 1-3 | :gobg/'ts/ 3 packets
ingle tests - it /s
Data-, VoIP-, IPTV-, | - ¢ ‘ X.31 profiles 1-3 ‘ S 4 packets
VoD-, Bridge-, ) 5 packets
Physic tests Iy s 6 packets
| Edit X.31 profile | 1200 bit's 7 packets
Test results 7,9 , : _ 2400 bit/ P
Select X.31 profile ‘ ‘ Edit X.31 profile ‘ . it/s
Status 7 \ Select X.31 profile 4800 bit/s
Parallel tests 9 * N— 9600 bit/s
Settings 11-20 Automatic 4 Packet number ‘
Device 11 Manual ‘ Packet countl: 710 ‘
Profile, Virt.-Profile | ., 1o \ | TEI |
VolP-Account : ‘ TEI: ** ‘ User data ‘
ISDN / POTS 19-20 ‘ Enter TEI ‘ ‘ Looklng for TEI ‘ ‘ LCN ‘ ‘ e ‘
Battery (status,...) 7,10 * ‘ LCN: 1 ‘ ASCIl
Help 7:10 | Enter LCN | | Packet size | HEX
IP and ATM tests page * 16 Byte \ ASCII data \
IP ping / Trace route| 21 32 Byte ‘ ASCIl data 1-3
HTTP / FTP downl. Edit / select number Edit / select number 64 Byte | HEX data |
FTP upload 22 128 Byte | HEX data 1-3 || EditASCII data
FTP server
VPINCI 250 Byte * *
scan , - :
ATM OAM ping 23 X.31 test active \ \ X.31 test active Agree packet size ‘ D ML S ‘ SRk o
IPTV / passive /scan| 24 No
Video on Demand 25 : Yes :
VolP call / wait 26 Window size
ISDN tests v Agree window size HEX data 1
1 45 43 48 4F
BERT 29 c:s 01 00 00 00 45 43
Supp. Serv. test Th h HEX data 2
Service check 30 roughput 01 00 00 00 30 30 47 47
X331 31 Agree throughput
. No HEX data 3
CF-Tests 32 Y
Connection es
Time measuring 33 User data
Auto. Test CUG
Other tests page c;s /-ﬂ Facilities \
Loop 27 " CUGHnd | | Facility 1-3 |
Connection (POTS) | 10 | | '; ex1 |
. ndex:
Monitor (POTS) 33 ; : -
= o | D-Bit | | Edit Facility |
RC measurement 7 Focal
Line scope End to end Facility 1-3
DMT analysis 35 Facilities
TDR Profilename
ETH cable tests 28 X.31 profiles 1-3
Others page
Legend 3
Protocol-overview
Hotkeys 4
Test leads 36-39
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Configuration and operation

CF interrogation, CF activation, CF delete, Phone / connection — page 32 -
Cross reference: BRI S/U BRI S/U / PRI
TE P-MP / TE P-P TE...INT.. Services
Access 5
Access wizard 6 . . speech
- Single tests Single tests IDU 64 kBit

Main menu 7,10 - . p :
Single test \ CF interrogation \ \ Phone / connection \ 3.1 kHz audio

ingle tests . ]
Data-, VoIP-, IPTV-, | - ¢ Overlap sending 7 kHz audio
VoD-, Bridge-, - \ CF interrogation test active Enblock IDU TA
Physic tests Redialing Telephony ISDN
Test results 7,9 BRI S/U Keypad dial IEaX gi

. ax
Status 7 TE P-MP / TE P-P ‘ Keypad info 1-3 ‘ Edit / select number Mixed Mode
Parallel tests 9 Teletex
Settings 11-20 - .
: Single tests . ; Videotex
Device 11 T Edit Keypad Info ‘ ‘ Select keypad info ‘ Tel
. . " ‘ CF activation ‘ elex

Profile, Virt.-Profile oSl

VolP-Account A * Teleohonv7 kH

ISDN / POTS 19-20 | Select service (see list services (CF)) | Viedeerc))tt(a)lgsp/)hon yZ1
Battery (status,...) 7,10 ¢ ‘ Select service (see list) ‘ Videotelephony 2
Help 7,10

IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26

ISDN tests page

BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection 52
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4
Test leads 36-39

\ Select Cfx type (see list Cfx types) \

\ Enter own number \

\ Enter / select remote number \

¥

‘ CF activation test active ‘

BRI S/U
TE P-MP / TE P-P

Single tests

| CF delete |

) 4

‘ Select service (see list services (CF)) ‘

}

\ Select Cfx type (see list Cfx types) \

‘ Enter own number ‘

¥

\ CF delete test active \

\ Select B-channel \

¥

\ connection test active \

Leased line

Single tests

‘ Phone / connection ‘

\ Select B-channel \

‘ Connection test active ‘

Settings

| ISDN |

‘ Keypad

‘ Keypad info 1-3

Select keypad info

‘ ‘ Edit keypad info ‘

Keypad info 1-3

User specified 1
User specified 2
User specified 3

Services (CF)

All
Spch
DFU
A3K1H
A7kHz
Tel31
TTX
FaxG4
ViSyB
ViTel
FaxG3
Tel7k

CFx types
CFU

CFB
CFNR
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ISDN

Time measurement, Listening, Monitor, Auto. test — page 33 -
Cross reference: BRI S/U PRI
TE ... /NT .../ Leased line TE ... /NT ... Services
Access 5
Access wizard 6 m M Speech
Main menu 7,10 Single tests Single tests IDU 64 kBit
Sinale test ' \ Time measuring \ \ Time measuring \ 3.1 kHz audio
ingle tests : . ]
Dat%—, VolP-, IPTV-, | ¢ Conn. setup time ‘ Conn. Setup time ‘ 7 kHz audio
VoD-, Bridge-, B B-channel delay IDU TA
Physic tests Interchannel delay Telephony ISDN
Test results 7,9 Fax G3
Status 7 Fax G4
Parallel tests 9 \ Edit / select number \ \ Edit / select number \ \ Edit / select number \ \ Edit/ select number ‘ Mixed Mode
Telet
Settings 11-20 * V(iadic?t);x
Device 11 ‘ Select service (see list) ‘ ‘ Select service (see list) ‘ ‘ Select service (see list) ‘ ‘ Select service (see list) ‘ Pl
VolP-Acoount | 1218 2
| Select B-channel | | Select B-channel | | Select B-channel | Telephony 7 kHz
ISDN / POTS 19-20 elect B-channe elect B-channe elect B-channe Videotelephony 1
Battery (status,...) 7,10 * Videotelephony 2
Help 7,10 Interchannel delay test active \ \ B-Channel delay test active \ \ Conn. setup test active \ \ Conn. setup test active \ User specified 1
IP and ATM tests page Bser Speciieg g
IP ping / Trace route 21 ser specifie
HTTP [ ETP downl BRI S PRI BRI S /BRI U /PRI
FTP upload 22 Monitor Monitor TE P-MP / TE P-P
FTP server
VPINCI scan - M m M
ATM OAM ping Llstenlng_ Llstenlng_ Test reports
IPTV / passive /scan| 24 Net side (NT) Net side (NT) ‘ Test no. 1-50 ‘
Video on Demand 25 Terminal (TE) Terminal (TE) | Start N
VolIP call / wait 26 Both sides
Enter test
ISDN tests page ‘ nter test name ‘
BERT 29 *
‘ Select B-channel ‘ ‘ Select B-channel ‘
Supp. Serv. test \ Enter own number ‘
X 30
Service check *
X.31 31  Listening active  Listening active | | Edit/ select number |
CF-Tests 32
Connection *
IS Mg 33 BRSNS \ Select service (see list) ‘
Auto. Test Monitor *
Other tests page .
Loop 27 Start monitor ‘ Auto. test active ‘
Connection (POTS) 10 Leased line
Monitor (POTS) 33
Seoe . 2 _
RC measurement 7 Monitor active Test reports
Line scope ‘ Test no. 1-50 ‘
DMT analysis 35 | Start
TDR
ETH cable tests 28 ‘ Enter test name ‘
Others page
Legend
Protocol-overview & ‘ Select B-channel ‘
Hotkeys 4
Test leads 36-39 ‘ Auto. test active ‘




Others

Configuration and operation

PESQ

— page 34 —

Cross reference:

Access 5
Access wizard 6
Main menu 7,10
Single tests
Data-, VqIP-, IPTV-, 7.8
VoD-, Bridge-,
Physic tests
Test results 7,9
Status 7
Parallel tests 9
Settings 11-20
Device 11
Profile, Virt.-Profile
VolP-Account e
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26

ISDN tests page

BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection 52
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4
Test leads 36-39

BRI S/U/ POTS

Single tests

| PESQ test

| PESQ test active

ADSL / VDSL / SHDSL / Ethernet

Single tests

| VoIP PESQ test

| VoIP tests |
| VoIP PESQ test

‘ VolP PESQ test active

Settings

| PEsQ |
\ Mode \
ARGUS Loop
Send

‘ Call number POTS ‘

| Call number ISDN

‘ VoIP destination




Copper tests

Configuration and operation
Line scope, DMT analysis, TDR

— page 35 —

Cross reference:

Access 5
Access wizard 6
Main menu 7,10
Single tests
Data-, VqIP-, IPTV-, 7.8
VoD-, Bridge-,
Physic tests
Test results 7,9
Status 7
Parallel tests 9
Settings 11-20
Device 11
Profile, Virt.-Profile
VolP-Account e
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26

ISDN tests page

BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection 52
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28
Others page
Legend 3
Protocol-overview

Hotkeys 4
Test leads 36-39

Copper tests

Single tests

\ Line scope ‘

l

\ Line scope active \

Copper tests

Single tests

‘ DMT analysis ‘

\ Test DMT analysis active \

The setting “Probe” set at DMT analysis is
used by the line scope, too.

Copper tests

Single tests

| TDR |

l

| TDR active |

Settings

‘ Copper/Cable tests ‘

‘ Copper tests
\ DMT analysis
‘ Mode ‘
Average
Peak
Bottom
All

Tones ‘

1.1MHz (ADSL)
2.2MHz (ADSL2+)
8.8MHz (VDSL2 8a)

17.6MHz (VDSL2 17a)

30.0MHz (VDSL2 30a)

Probe \

No
Yes

Settings

\ Copper/Cable tests \
\ Copper tests \
| TDR (2-wire) |
‘ Wire types/VoP ‘
‘ Wire type 1-10 ‘

Wire type selection \ \ Edit wire type b
VoP e \/OP in %
Name 66,7
‘ Wire type 1-10 l
V/2 in m/us
100.0

_




Test leads and pin assignments

ADSL, VDSL — page 36 —
Cross reference: ADSL / VDSL RJ11
o - - = - : —— 1
Access 5 € T FAF M1 ce=={{ O mas =iE] RJ11 ‘ Ban. ‘ RJ45 :@6
Access wizard 6 | Sung O] @ {(TO T = EEBE | 3 iy ] L ELEC | ECLCEEER o L
Main menu 7,10 xDSL adaptor xDSL/POTS/U 2 wire cable T RJ45
Single tests BAEN(LOO@A@ - (Art-No.020015) 7‘ 4 bk 5 )
Data-, VolP- IPTV- | 7 g TS - 7 i )
oL Brages, | ce=={[ oMM —— T Ban. | RJ45
Physic tests H 3 i |
T 7 9 ‘ _ | | O MM——— [T | rd 4
Status ’7 | xDSL/POTS/U 2 wire cable
u
Art.-No. 020015 \ blk 5 _ .
felalelioss 2 :::1111:1::(:i:)::::::::::: ADSL/VDSL ~ Bridge / Router
Settings 11-20 | il X i |
Device 1 | | RJ45 | RJ45 BRIPRIET Lre . AN ||, | e ﬁ‘
Profile, Virt.-Profile | .,_ Ethernet patch cable (1:1 18 | 18 ['_']r_'] ['_'] RJ45 ‘ raas (B MO T3
VolP-Account e | (Art.-?\lo. 004466)( : | LN Y Eth h cable (1:1) |
ffffffffffffffffffffffffff 1-8 ‘ 1-8 thernet patch cable (1:
ISDN / POTS 19-20 S T~ (Art.-No. 004466) |
Battery (status,...) 7,10 | F e e e e e e
Help 7,10
IP and ATM tests page
IP ping / Trace route 21
HTTP / FTP downl.
FTP upload 22
FTP server
VPI/VCI scan 23
ATM OAM ping
IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26
ISDN tests page
BERT 29
Supp. Serv. test 30
Service check
X.31 31
CF-Tests
Connection e
Time measuring 33
Auto. Test
Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope
DMT analysis 35
TDR
ETH cable tests 28
Others page
Legend 3
Protocol-overview
Hotkeys 4
Test leads 36-39




Test leads and pin assignments

SHDSL, Ethernet — page 37 -
Cross reference: SHDSL 2/ 4 wire TAE
e U e e |
Access 5 d i | O MMM —— N an. m
s w6 | c==fom— T % ma!| @] s [ (I | (I
Main menu 7,10 | c==({[ ol T—— B2 | = RJ45
Single tests e [ OTIMMII I—— L | rd (L1) 4 1
Data-, VoIP-, IPTV-,
VoD-, Bridge-, 78 | Lt e oot ‘ bk (L1)| 5 il %}8
. wire cable
Pl (st | (Art-No. 000076) | blk (L2)| 6
Test results 79 5 - — - = — = — — — — — — — — — — — — — — — — — —
Status 7 HDSL 2/ 4 wir
S S 141618 e Ban.| Line |RJ45
Parallel tests s I | - """ """ - — — — — — — — — — — — — — — |
Settings 11-20 | c=={loTmm—— d | Pind |
Device 11 e |IEIIIIIIIIIIII-- | blk | Pin5
Profile, Virt-Profile |, _4q e | O M= N \ rd | Pin3 36 . .
VolP-Account c SR — N | bk | Pin6 SHDSL 2/4/6 /8 wire — Bridge / Router
ISDN/POTS 19-20 - | O MMMMT—— /)l ! L | rd Pin 1 149
ﬁa:tery (status,...) | 7, 18 | ce=={lommr T——— L | blk | Pin2
el 7, | ce=={{ O 1— rd | Pin7 — 1! | e .
: SHDSL 8 wire cable _ . . !n 7/8 PEERE Line ==l RJ45 | RJ45 @jﬂ:@ |
IP and ATM tests page | === OMM—1T— (Art.No. 000077) m = Master wire pair | bk | Pin8 | T T || i | |
:—TT?FIEQ//F?SCde roulte 21 - - - - - - —— — - — — — — — — = = = = 1-8 ‘ 1-8 Ethernet patch cable 1:1 |
ownl. HDSL 8 wir 4~ (Art.-No. 004466)
FTP upload 22 S SL8 e Line| Ry45 \RY45s | 2 — — — —— — — |
FTP server rY-—— | 12
VPI/VCI scan % (] i LI 1 / 415
ATM OAM ping | . | 2 | 45 | 2
IPTV / passive /scan| 24 | ARGUS(/fﬂVYm %ggggg?f cable | 3 36 | 3/6
Video on Demand 25 - - - - - - - = = = T = = = = 4 718 | 7/8
VolIP call / wait 26 R |
(L] i L]
ISDN tests page | ‘ RJ45 ‘ RJ45
BERT 29 | Ethernet patch cable 1:1 | 1.8 ‘ 1.8
Supp. Serv. test (Art.-No. 004466)
. 0 | - - - - - - - v/ _ _ _ _ _ _
Service check
X.31 31 Ethernet
CF-Tests
Connection 2 '
Time measuring | il ) i ' russ | Rs | —— e = = -
Auto. Test 33 | | s | Russ —— R4S | RIS | €] Mocm 3
Other tests page | Ethe/;?tetﬁat%%zjgg 1:1 | 1-8 ‘ 1-8 LELEER | LR o |
Loop 2 |\ - - - - - _ _ - - _ _ ( o, TRAto ) 1-8 ‘ 1-8 Ethernet patch cable 1:1
Art.-No. 004466
Connection (POTS) | 10 +  (At-No.004466) |
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope
DMT analysis 35
TDR
ETH cable tests 28
Others page
Legend 3
Protocol-overview
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BRI S, BRI U, PRI, POTS — page 38 —
Cross reference: BRI S TAE
fffffffffffffffffffffffff | |
Access 5 | il ) i RJ45 ‘ RJ45 ] s RO
Access wizard 6 | | e | a6 | i |||||||| | 56
: BRI S cable
Main menu 7,10 | (Art.-No. 000041) | 4/5 4/5 T RJAS
Singletests | | | - — — — — — — — — — — — —— — — — — — = — = = = = 1
Data-, VoIP-, IPTV-,
VoD-, Bridge-, e miiii [ IE g
Physic tests
Test results 7,9 BRI U/ POTS
Status 7 R
Parallel tests 9 - - - | RJ11 ‘ Ban ‘ RJ45 BRIPRIET Line LAN
Settings 11-20 E[ T DL == o LI iimwiiifER :
S - | HH || Fseommr ) ce==tTomm—ecH || 1T [ w | s iy |
. T - XDSL adaptor xDSL/POTS/BRI U 2 wire cable
PO, VLSRRI | ) | (Art-No. 000048) (Art.-No. 020015) | 4 blk 5 T
VolP-Account e - . - - - _ _ - - - . _ v
ISDN / POTS 19-20 T 1
‘ BB Ban. RJ4
Battery (status,...) 7,10 s i | O MMM T—— me . i | an J45
Help 7,10 | == | O lMMr1T—— EREE | rd 4
xDSL/POTS/BRI U 2 wire cable
IP and ATM tests page | (Art-No. 020015) ‘ blk 5
IP ping / Trace route 21 - - - - = = = — = = — = = = = = = — = — — — —
HTTP / FTP downl.
FTP upload 22 PRI
FTP server - - _ - - - - - - - - - - - - - - - - - - - = :
VPI/VCI scan - C (O MMM —— ~ | Ban. | RJ45 BRIPRVET Line_ _LAN
ATM OAM ping - (O 1—— : N i | rd 1 8 | 10 AL ” (111} |
IPTV / passive /scan| 24 e 0 [ O T—— D |
Video on Demand | 25 | c=={] oM I—— - d2 | 1 T
VoIP call / wait 26 | | ok 1 .
ISDN tests page | PRI banana cable |
BERT 29 (Art.-No. 000018) \ blk 2 2
Supp. Serv. test T l
Service check 30 | | RJ45 | RJ45
X.31 31 ‘ (L] i L | 1/2 1/8
CF-Tests 32 | PRI cable
Connection (Art.-No. 000025) \ 415 217
Time measuring 33 - - - - - - e e e
Auto. Test ‘ in |
Loop 27 = | TXOout| 112 1/8
Connection (POTS) 10 PRI coax adaptor PRI cable ‘
Monitor (POTS) 33 | (Art-No. 000014) (Art-No. 000025) | | RXIN | 452
PESQ 34 - .
RC measurement 7 = | 3 | \qﬂ . A | ISEP ‘ RJ45
Line scope | j I 36 i [T 1/2 1/8
DMT analysis 35 |
TDR | PRI ISEP cable | 4/5 o7
ETH cable tests 28 | (Art-No.OCCOS®)
Others page
Legend 3
Protocol-overview
Hotkeys 4
Test leads 36-39




Test leads and pin assignments

Copper tests

[A\

— page 39 —

Cross reference:

Access 5
Access wizard 6
Main menu 7,10
Single tests
Data-, VqIP-, IPTV-, 7.8
VoD-, Bridge-,
Physic tests
Test results 7,9
Status 7
Parallel tests 9
Settings 11-20
Device 11
Profile, Virt.-Profile
VolP-Account e
ISDN / POTS 19-20
Battery (status,...) 7,10
Help 7,10

IP and ATM tests page

IP ping / Trace route 21
HTTP / FTP downl.

FTP upload 22
FTP server

VPI/VCI scan 23
ATM OAM ping

IPTV / passive /scan| 24
Video on Demand 25
VolIP call / wait 26

ISDN tests page

BERT 29
Supp. Serv. test 30
Service check

X.31 31
CF-Tests

Connection e
Time measuring 33
Auto. Test

Other tests page
Loop 27
Connection (POTS) 10
Monitor (POTS) 33
PESQ 34
RC measurement 7
Line scope

DMT analysis 35
TDR

ETH cable tests 28

Others page

Legend

Protocol-overview 3
Hotkeys 4
Test leads 36-39

Copper tests: R measurement / RC measurement / Line scope / DMT analysis / TDR

|

'"'>

xDSL/POTS/BRI U 2 wire cable

(Art.-No. 020015)

Z

ARGUS

Active Probe I
(Art.-No. 015091)

BRIFPRIET Line LAN
i

The copper tests are

performed using pin 4/5 of

the line interface.
Alternatively, the test can
be carried out with every
other test leads that is
using pin 4/5.

RJ45

Ban. RJ45
rd 4
blk 5

Ban. RJ45
blk 4
blk 5

BRIFPRIET Line LAN
i

—

ETH UsBaA Q& PwR

—_—

The Active Probe Il needs to be powered by the USB-A interface. The
power supply can be enabled in the settings or according tests.

[ 2
f
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