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Legend, Hotkeys

MNREUS 42"

- page 3 —

Cross references:

Access

Main menu

Single tests

Test reports

Settings

Device

Menu

Configuration menu

Default Config. menu

Input menu

Default input menu

Profiles

ISDN

POTS

Accu servicing

Help

a0 o0 © N o o a o o>

IP and ATM tests

IP ping 10
HTTP download
VPI/NVCI scan 1
ATM OAM ping
VolP 12
MDI analysis 13

Ethernet loop

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests

Seite

Phone / Connect..

(POTS) S
Copper test 19
Legend 3
Hotkeys 3
Test leads 20-21

ADSL / Ethernet S /U /POTS interface
Key ADSL Ethernet Key S/U POTS

0 Argus status 0 Argus status
1 Help hotkeys 1 Help hotkeys
2 VPI/VCI scan - 2 Service check -
3 IP ping 3 Supp. Serv. test -
4 - 4 Auto. test
5 HTTP download 5 Test to PC
6 - - 6 Test manager -
7 - - 7 Numbers
8 Trace/remote 8 Trace/remote
9 - - 9 BERT start -
M Line-Status M Level measuring
( VolIP phone ( Connection
*0 Access selection *0 Access selection
*1 SW options *1 SW options
*2 Reset *2 Reset

The basic package of an ARGUS® 427'S always includes the ADSL interface. All the rest of the interfaces and test features
are optional (see options in datasheet). Subject to the opted function range therefore individual menu options can be faded
out. The type of access and access mode can affect this, too.




Switch on and access menu

MNREUS 42"

- page 4 -

Cross references:

Access

Main menu

Single tests

Test reports

Settings

Device

Profiles

ISDN

POTS

Accu servicing

Help

a0 o0 © N o o a o o>

IP and ATM tests

IP ping
HTTP download

-
o

VPI/NVCI scan
ATM OAM ping

11

VolP

12

MDI analysis
Ethernet loop

13

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests

Seite

Phone / Connect..

(POTS) S
Copper test 19
Legend 3
Hotkeys 3
Test leads 20-21

ARGUS
switch on

Abort of
accu
charging

no HF

OkHz
ov
ov

AC:
(v DC:
LINE

Access

ADSL

ADSL

ATU-R
ATU-R bridge
ATU-R router

Ethernet

Ethernet

/-M

S-Bus interface

U interface

Eth.w.protocol
Eth.no.protocol

\N

S-Bus interface

ARGUS

NEW | MENU |

POTS interface

Copper test

TE automatic
TE P-P

TE P-MP
Leased line

U interface

TE automatic
TE P-P

TE P-MP
Leased line

The soft key “NEW”
needs to be pressed
for at least 2 seconds.




Main menu, Single tests, Test results

MNREUS 42"

— page 5 -
Cross references:
4 - G (- —
; see page 10
Main menu S Cancel all m=p Cancel all tests HTTP-Download >N bag ‘
Single tests 5 Start new one === start new single test VPI/VCI scan >N see pade 11 ‘
Test reports 5 Phone / connec. === Phone/connec. active ATM OAM ping pag
_ Start monitor P Monitor active VolIP phone P see page 12
Settings 6 Test results N Test results MDI analysis —) see page 13
Device 6 Level measuring ‘ Test no. 1-50 ‘ Ping
; 1
Profiles 7-8 \le\lltzlge 5 Sispia * HTTP-Download >N see page 10 |
Isplay
ISDN 9 Power U Level measuring | Select test no. E— | \“:IoDu:;r::;;S =P see page 12
POTS 9 Voltage POTS * >=P see page 13 |
display test report Eth tl
Accu servicing 5 L1 status ) Display L1 status \ Start f play p ‘ ernet loop
Help 5 Line status ey Display Line status Display result /ﬂ send to PC active ‘ BERT
Configuration —) Sce page 6 Test data to PC Yy ‘ Sup;.).serv.test see page 14 \
IP and ATM tests m Access —) sce page 4 Delete Service test
IP ping Accu servicing All tests to PC =P send to PC active | X.31 test =P see page 15 |
10 Charge ; ; Delete all CF interrogat.
HTTP download Display Accu chargin \-}{ delete all test reports
Discharge ) spay d ging P ‘ CF activation =20 R 16 ‘
VPIVCl scan T during operat. CF delete
FUTH QA R On Phone / connec.
VolP 12 Off
Copper test H see page 18 \
MDI analysis 1 ‘ Help ‘
Ethernet loop 3 | Hotkeys == see table page 3

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests

Seite

Phone / Connect..

(POTS) S
Copper test 19
Legend 3
Hotkeys 3
Test leads 20-21

] =ADsL, s 4

D =POTS D = Ethernet no protocol

=S, U




Configuration

Device

MNREUS 42"

— page 6 —

Cross references:

Access

Main menu

Single tests

Test reports

Settings

Device

Profiles

ISDN

POTS

Accu servicing

Help

a0 o0 © N o o a o o>

IP and ATM tests

IP ping

HTTP download 10
VPI/NCI scan 1
ATM OAM ping

VolP 12
MDI analysis 13

Ethernet loop

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests

Seite

Phone / Connect..

(POTS) S
Copper test 19
Legend 3
Hotkeys 3
Test leads 20-21

Configuration

Trace/remote

off
Auto PC sync.
Manual PC sync.

Profiles P see page 6-7
ISDN —p see page 8
BERT m—p see page 13
POTS —) Ssce page 8
VDC threshold

Threshold: 67 V
X.31 —M see page 14
Device -
Numbers

Own number
Dest. number 1

Dest. number 8
X.31 number

Reset

Reset active

Device | -/ﬂ
Menu language

LCD contrast

Menu language

Date / time ‘

Deutsch
English
Francais

Date: dd.mm.yy
Time: hh:mm

Sta

rtvolume

Baud rate ‘

max 57600 Baud
max 38400 Baud
max 28800 Baud
max 19200 Baud
max 9600 Baud

Level 1

Level 7

Endvolume

Ringvolume \

Level 1

Level 7

Startvolume

Powermanagement \

Endvolume

Alarm bell |

On
Off

Powermanagement

Softwareoption

l

Input SW option key

Auto. turn off

after 5 min
after 10 min
after 15 min
after 30 min
deactivated

Lighting

off after 30 s
off after 1 min
off after 5 min




. . ® PLUS
Configuration
Profiles — Access parameters (Phys. access: ADSL, Ethernet), Test parameter, Data log — page 7 —
Cross references:
TS \
Access 4 Conflgur-atlon ADSL mode ‘
. \ Profiles Annex A auto
Main menu ° | Profile 110 | Annex B auto
Single tests 5 Annex M auto
ADSL Annex A
Test reports 5
: P ‘ Edit profile ‘ ‘ Preselection Profile ‘ ADSL Annex B
Settings 6 ADSL2 Annex A
Fiodie 6 ADSL2 Annex B
‘ A ‘ ADSL2 Annex M
Profiles 7-8 £Fess param. ADSL2+ Annex A
 Phys. access | ADSL2+ Annex B
ISDN 9 ADSL
ADSL2+ Annex M
POTS 9 Ethernet
‘ Rated value ‘
Accu servicing 5 Protocol " ATM [Kbits] d:0 u:0 |
ATM —
Help 5
e
IPand ATM tests | Seite | PPP
, PPTP
IP ping 10 IP
HTTP download
Bridge/router \
VPI/NCI scan |
Ethernet
ATM OAM ping " = \
VolP 12 Router
MDI analysis 13 Test parameter ‘
Ethemet oop i
HTTP download Eacieass
ISDN tests Seite VPI/VCI scan Ethernet |
BERT ATM OAM ping B2 Autonegotiation |
Supp. services 14 VolP see page 12 On
Services MDI analysis Off
see page 13
X 31 15 Ethernet loop
\ Data log
UF el E off \ Autoneg. off \
Phone / connect. 17 on \ Speed ‘
Auto. Test 18 | Use profile | 100 MBit/s
no 10 MBit/s
Other tests Seite yes \ Duplex \
Phone / Connect.. = ‘ Profile name ‘ Full
(POTS) | Profile 1-10 | Half
Copper test 19 ‘ FIow(;:ontroI ‘
n
Other Seite Off
Legend 3
Hotkeys 3
Test leads 20-21




. . ® PLUS
Configuration @@@ 42
Profiles — Access parameters (Protocol, ATM, MAC/VLAN, PPP, PPTP, IP), Bridge/router (IP, Router) — page 8 -
Cross references:
EENNETY =~ CCTE— > MACVLAN T
Access 4 °‘" l'f::;;e':“ | PPP | | MAC address | Pl 1
Main menu 5 ‘ Profile 1-10 ‘ \ User name ‘ ‘ Def. MAC Addr. VCI: 32
_ Dynam. address :
Single tests 5 ‘ Access param. ‘ ‘ Password ‘ 00:00:00:00:00:00 ‘ Encapsulation ‘
T | Phys. access | ———— LLC
est reports 5 ADSL ‘ ‘ ‘ VLAN ‘ VC-MUX
Settings 6 Ethernet ) see page 6 ‘ Set IP ‘ ‘ Use VLAN ‘
Device 6 \ Protocol no no
yes yes
Profiles -8 Flrels | Activat.delay | | ID |
ISDN 9 ;F;F/;OA | sec: 2 | D0 |
POTS 9 P =T |
EoA ‘ Priority: 0 ‘
Accu servicing 5 o
PPTP
Help 5 ATM
MAC/VLAN IP | DNS server | DHCP |
P m PPP /H | IP mode | | DNS server 1 | | Format |
HTTP download 10 PPTP Static IP | 0.0.0.0 | ASCII
\ Server IP address \ DHCP client ‘ DNS server 2 \ HEX
VPIVCl scan 1 | 0.0.0.0 | DHCP server | 0.0.0.0 | | ASCII data |
ATM OAM ping G | DHCP auto | ARGUS |
. ‘ DHCP client ‘
VolP 12 ‘ Bridge/router ‘ ‘ local IP ‘ ‘ DHCP timeout ‘ ‘ HEX data ‘
MDI analysis 1 Ethernet N see page 6 \ 0.0.0.0 \ ‘ sec: 20 ‘ ‘
Ethernet Ioop IP ‘ IP netmask ‘ DHCP vendor ID —
Router | 255.255.255.0 | DHCP vendor Info 7M like DHCP vendor ID |
NAT on ‘ Gateway P ‘ DHCP user class |
BERT NAT off | 0.0.0.0 DHOP userdef. == DHCP userdef. |
Supp. services 14 DNS server — - ‘ Number ‘
Services DHCP client _/-}i DHCP Server ‘ ‘ Number: 255 ‘
X 31 15 DHCP server ‘ Start/endaddr. ‘ ‘ Format ‘
0.0.0.0 ASCII data
CF tests 16 0.0.0.0 HEX data
Phone / connect. 17 ‘ Domain ‘ ‘ ASCII data ‘
Auto. Test 18 ‘ ‘ ‘ ARGUS ‘
\ Reserve time \ \ HEX data \
v C— » »
Phone / Connect.. 5
(POTS)
Copper test 19 IP ‘ DHCP server ‘
| IP mode ‘ ‘ Start/end addr.
Statio P 0000
Legend 3 DHCP client 0.0.0.0
Hotkeys 3 Bﬂgg se:ver \ Domain ‘
auto
e e \ local IP \ \ Reserve time
| 0.0.0.0 | | hours: 240 |
\ IP netmask \
| 255.255.255.0
‘ DHCP server y




. ® PLUS
Settings
ISDN, POTS — page 9 -
Cross references:
Access 4 Configuration | User CGN TON |
: ‘ ISDN ‘ Unknown
Main menu 5 ‘ Protocol ‘ N Services ‘ International
Single tests 5 DSS1 User specified 1 User1 BC Value National
Test reports 5 CorNet-N User specified 2 Network spec.
CorNet-T User specified 3 Subscriber
Settings 6 CorNet-NQ Abbreviated
Device 6 QSIG User1 LLC Value User CGN NP
VN4
Profiles 7-8 Unknown
Alerting mode
ISDN 9 ‘ g9 : ‘ ISDN/telephony
Automatically Data
POTS 9 Manual User1 HLC Value Telex
Accu Servicing 5 ‘ BRI termination ‘ National stand.
On Private
Help ° off | User CDN TON
IPand ATM tests | Seite | Call parameter [ like User CGN TON
Services | User CDN NP
P pi like U ified 1
S ead | 10 Call acceptance Lo Vs spedicd | like User CGN NP
all MSN/DDI | CGN subaddress
VPI/NVCI scan 11 own MSN/DDI ‘
ATM OAM ping Voice coding | | CGN subaddr. type
VolP 12 A-Law User specific
MDI analysis ] p-Law NSAP
Ethernet loop 3 DTMF / Keypad CDN subaddress
DTMF |
ISDN tests Seite Keypad ‘ CDN subaddr. type
BERT ‘ CUG index ‘ User specific
Supp. services 14 | 148 | NSAP
Services ‘ Keypad _ﬂ see page 16 \ uul
X.31 15 ‘
CF tests 16
Phone / connect. 17
Auto. Test 18
Other tests Seite
Phone / Connect.. 5
(POTS) Settings DTMIIje[:’ae:ameter
Copper test 19 ‘ POTS ‘ -3db
Dial mode
i Time
0]{,]-¢ Seite S TR ‘ ‘ 50 ms
Legend 3 DTMF
2 ‘ Interval
Hotkeys 3 _ CLIP mode | 80ms
Test leads 20-21 g?’:\(/IF ‘ Defaults H Reset to default Values
DTMF parameter ="
FLASH time
80 ms




IP

Configuration and operation
IP ping, HTTP download

MNREUS 42"

— page 10 -

Cross references:

Access

Main menu

Single tests

Test reports

Settings

Device

Profiles

ISDN

POTS

Accu servicing

Help

a0 o0 © N o o a o o>

IP and ATM tests

IP ping
HTTP download

-
o

VPI/NVCI scan
ATM OAM ping

11

VolP

12

MDI analysis
Ethernet loop

13

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests

Seite

Phone / Connect..

(POTS) S
Copper test 19
Legend 3
Hotkeys 3
Test leads 20-21

ADSL / Eth. w. protocol

Single tests

‘ Ping ‘
| IP address 1-3 |

Select IP address \ \ Edit IP address

IP ping test active

Configuration

‘ Profiles

| Profile 1-10

‘ Test parameter ‘

| IP-Ping |

IP address
Number pings

| 10

‘ Delay ‘

N IP address

| IP address 1-3

—

‘ sec.: 1.000

Preselection |IP address \ \ Edit IP address

‘ Packet size ‘

| Byte.: 84

\ Fragmentation \

on
off
auto

\

As number
As name

—

As number

As name

0.0.0.0

www.argus.info

ADSL / Eth. w. protocol

Single tests

| HTTP-Download |
| Server profile 1-10 |

Selection server profile \ \ Edit server profile

HTTP download test active

Configuration

‘ Profiles

| Profile 1-10

‘ Test parameter ‘

| HTTP download |

‘ Server prof. 1-10 ‘

Preselection server profile ‘ ‘ Edit server profile

Server profile ‘

\ Server IP

\ Download file

‘ Numbers

‘ Number: 3

‘ No.of. paral.DL

‘ Number: 4

‘ Profile name

\ Server prof. 1-10




ATM

Configuration and operation
VPI/VCI Scan, ATM OAM ping

MNREUS 42"

- page 11 -

Cross references:

Access

Main menu

Single tests

Test reports

Settings

Device

Profiles
ISDN
POTS

Accu servicing

a0 o0 © N o o a o o>

Help

IP and ATM tests

IP ping
HTTP download

VPI/NVCI scan
ATM OAM ping

VolP 12

-
o

11

MDI analysis

Ethernet loop 13

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests Seite

Phone / Connect..

(POTS) 5
Copper test 19
0]{,]-¢ Seite
Legend 3
Hotkeys 3

Test leads 20-21

ADSL

Single tests

\ VPI/VCI scan \

VPI/VCI scan test active

Configuration

\ Profiles \
| Profile 1-10 |
Test parameter
| |
| VPIIVCI scan |
| VPI |
Start: 0
End: 8
| vei |
Start: 32
End: 48

\ Number scans

ADSL

Single tests

| ATMOAM ping |

ATM-OAM ping test active

‘ Number: 2
‘ Timeout ‘
\ sec: 0,500
Configuration
\ Profiles \
| Profile 1-10 |
‘ Test parameter ‘
| ATM-OAM ping |
| VPIVCI
VPI: 1
VCI: 32

‘ Count of pings

‘ Count: 3

‘ Timeout

| sec.: 1,000

\ OAM cell type

F5 loopback seg
F5 loopback ete




IP

Configuration and operation
VolP

MNREUS 42"

— page 12 -

Cross references:

Access

Main menu

Single tests

Test reports

Settings

Device

Profiles
ISDN
POTS

Accu servicing

a0 o0 © N o o a o o>

Help

IP and ATM tests

IP ping
HTTP download

VPI/NVCI scan
ATM OAM ping

VolP 12

-
o

11

MDI analysis

Ethernet loop 13

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests Seite

Phone / Connect..

(POTS) 5
Copper test 19
0]{,]-¢ Seite
Legend 3
Hotkeys 3

Test leads 20-21

ADSL / Eth. w. protocol

Single tests

| VoIP
| VoIP profile 1-3 |

| Selection VolP profile | | Edit VoIP profile

\ VolIP phone active \

Configuration

\ Profiles \
| Profile 1-10 |
‘ Test parameter ‘
| VoIP |

| VoIP profile 1-3

‘ Preselection VolP profile ‘ ‘ Edit VoIP profile

S —

4 Destination

VoIP dest. 01/10

VolIP dest. 10/10

/
SIP -
Phone settings
STUN
MOS rated value \
‘ Rat.val.: 4.0

\ Profile name

| VolP profile 1-3

SIP |
‘ User name ‘

Password \

Registrar
Outb.proxy/SBC
SIP domain

Listen port

‘ Port no: 5060

Remote port ‘

‘ Port no: 5060

Authentificat. |

Caller ID |

User agent \

‘ Argus42

|
|
-\'N Outb.proxy/SBC ‘
|
|
|
|
|
|
|

| Qualify |

no
yes

‘ Reg. expire ‘

‘ Time: 3600 sec.

Remove all bin. \

no
yes

L{ Phone settings
Jitterbuffer

DTMF settings

STUN |
\ Use STUN

Registrar \
‘ Use registrar ‘
no
yes
‘ Registrar serv. ‘

‘ Use proxy \
no
yes
‘ Outb.proxy/SBC ‘ ‘
| Outb.p./SBC port |

‘ Portnumber: 5060 ‘

Jitterbuffer ‘

static
adaptiv
static adaptiv
nom: 60 ms min <= init < max
' 60 60 120

no
yes

\ STUN server

DTMF settings ‘
Mode ‘

automatic

SIP info

RFC 2833

Inbound

| Time |
‘ Time: 80ms




IP

Configuration and operation
MDI analysis, Ethernet loop
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Cross references:

Access

Main menu

Single tests

Test reports

Settings

Device

Profiles

ISDN

POTS

Accu servicing

Help

a0 o0 © N o o a o o>

IP and ATM tests

IP ping

HTTP download 10
VPI/NCI scan 1
ATM OAM ping

VolP 12
MDI analysis 13

Ethernet loop

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests

Seite

Phone / Connect..

(POTS) S
Copper test 19
Legend 3
Hotkeys 3
Test leads 20-21

ADSL / Eth. w. protocol

Single tests

\ MDI analysis

MDI analysis test active

Configuration

‘ Profiles

| Profile 1-10

‘ Test parameter ‘

‘ MDI analysis ‘

Mode

Scan time

Mode

Automatic
Manual

Use IP header

‘ max. time: 3 sec

no
yes

Multicast IP

MDI thresholds

| 224.0.0.0

Port

‘ Portno: 0

Use IP header

\

MDI thresholds

‘ Delay factor

‘ Factor: 150ms

‘ Media loss rate

\ Ratio: 1 /s

\ Packet loss %

| in%: 0,10

Eth. no. protocol

Single tests

‘ Ethernet loop ‘

Ethernet loop aktiv

Configuration

| Profiles

| Profile 1-10

‘ Test parameter

\ Ethernet loop \

only own MAC
loop all




ISDN

Configuration and operation

MNREUS 42"

BERT (start, wait, loop), supplementary services, services test — page 14 -
Cross references: S /U interface
Access 4 - Configurations Speech
: Single tests | BERT | UDI 64 kBit
Main menu 5 | BERT | | BERT time | 3.1 kHz audio
Single tests 5 BERT start ‘ Durat:.: 00:01 (hh:mm) ‘ 7 kHz audio
S—— : BERT wait \ | Bit pattern BRI/UO | UDI-TA
B channel loop (2M5)-1 Telephony ISDN
Seftings 6 ‘ Select number ‘ (2M1)-1 Fax G3
Device 6 * User defined w Fax G4
: 2 \ Select service (see list) \ \ Error level \ \ User defined \ UCIE Ll
Profiles 7-8 Teletex
DN 5 | Threshold: 1E-06 | Enter (binary): N
‘ Select Bch I ‘ \ HRX value \ 0000000000000000 Telex
POTS 9 elect B-charne | value: 15% | 0S|
Accu servicing 5 * Telephony 7 kHz
Help 5 ‘ BERT active ‘ V?deotelephony1
Videotelephony 2
IPand ATM tests | Seite | T~ . User specified 1
! | BERT wait active | S / U interface User specified 2
IP ping 10 v TE P-MP / TE P-P User specified 3
HTTP download - -
‘ B-channel loop wait active su Services
VPINCI scan » | Single tests Pp-
ATM OAM ping Leased line ‘ Supp. serv. test ‘ TP test
vorp E TR | HoLD tes
i CLIP test
MDI analysis Single tests
13 CLIP/ CLIR
Ethernet loop | BERT | _ Enter own number | COLP/COLR
BERT start * Tl
ISDN tests Seite BERT wait
| ISDN tests _____ Seite _ wai — Saietsenics (o i | o
BERT B-channel loop B-channel (64k) CF test
Supp. services 14 D-channel N ‘ CFU
Services \ B-channel select \ \ B-channel select \ CFB
X.31 15 * CFNR
: CW test
CF tests 16 \ Supp. serv. test select (see list) \ CCBS test
Phone / connect. 17 BERT active CCNR test
: MCID test
Supp. serv. test active
Auto. Test 18 B-channel (64k) ﬂ ‘ pp ‘ 3PTY test
. D-channel . ECT test
Other tests Seite
_- \ B-channel select \ S /U interface CUG test
Phone / Connect.. TE P-MP/TE P-P CD test
(POTS) ° m AOC test
Copper test 19 Single tests SUB test
| BERT wait active | | Service test | UUS test
Other Seite Vv
B-channel
Legend 3
2 all framed \ Enter / select numbers \
Hotkeys 3 ‘ B-channel select‘ *
Test leads 20-21

B-channel loop wait active

\ B-channel select

¥

‘ Service test active




ISDN

Configuration and operation

X.31
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Cross references:

Access

Main menu

Single tests

Test reports

Settings

Device

Profiles

ISDN

POTS

Accu servicing

Help

a0 o0 © N o o a o o>

IP and ATM tests

IP ping

HTTP download 10
VPI/NCI scan 1
ATM OAM ping

VolP 12
MDI analysis 13

Ethernet loop

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests

Seite

Phone / Connect..

(POTS) S
Copper test 19
Legend 3
Hotkeys 3
Test leads 20-21

S / U interface
TE P-MP / TE P-P

Single tests

| X.31 test

Automatic

Manual

| Enter TEI

Settings

| X.31 |

| TEI

| TEL **

| LCN

| LCN: 1

| Enter LCN

‘ ‘ Looking for TEI

Edit / select number

Edit / select number

v

X.31 test active

‘ ‘ X.31 test active




ISDN

Configuration and operation

MNREUS 42"

CF interrogation, CF activation, CF delete — page 16 —
Cross references: S /U interface
Access 4 . speech
Single tests IDU 64 kBit
Main menu 5 ‘ CF interrogation ‘ 3.1 kHz audio
Single tests 5 7 kHz audio
‘ CF interrogation test active IDU TA
(Gl TEREr S 2 Telephony ISDN
Settings 6 S / U interface Fax G3
; Fax G4
Device 6 TE P-MP / TE P-P Mixed Mode
Profiles 7-8 Teletex
ISDN 9 Single tests Videotex
ivati Telex
POTS 9 ‘ CF actlvzion ‘ o8,
Accu servicing 5 | Select service (see list services (CF)) Telephony 7 kHz
Help 5 Videotelephony 1

IP and ATM tests

IP ping

HTTP download 10
VPI/NCI scan 1
ATM OAM ping

VolP 12
MDI analysis 13

Ethernet loop

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests

Seite

Phone / Connect..

(POTS) S
Copper test 19
Legend 3
Hotkeys 3
Test leads 20-21

/

‘ Select Cfx type (see list Cfx types)

\ Enter own number

‘ Enter / select destination number

¥

\ CF activation test active

S / U interface
TE P-MP / TE P-P

Single tests

| CF delete |

) 4

‘ Select service (see list services (CF))

/

\ Select Cfx type (see list Cfx types)

‘ Enter own number

¥

\ CF delete test active

Videotelephony 2
User specified 1
User specified 2
User specified 3

Services (CF)

All
Spch
DFU
A3K1H
A7kHz
Tel31
TTX
FaxG4
ViSyB
ViTel
FaxG3
Tel7k

CFx types
CFU

CFB
CFNR




ISDN

Configuration and operation

MNREUS 42"

Phone / connection — page 17 -
Cross references: S / U interface
Access 4 - speech
. Single tests IDU 64 kBit
Main menu 5 | Phone / connection | 3.1 kHz audio
Single tests 5 Overlap sending 7 kHz audio
Enblock IDU TA
Uit > Redialing Telephony ISDN
Settings 6 Keypad IIzax gi
Devi 6 Keypad info 1-3 ax
evice eypac info ‘ ‘ Edit / select number Mixed Mode
Profiles 7-8 R Teletex
Videotex
SIDIN ¢ ‘ Select keypad info ‘ Tl
POTS 9 oSl
Accu servicing 5 Telephony 7 kHz
Help 5 Videotelephony 1

IP and ATM tests

IP ping

HTTP download 10
VPI/NCI scan 1
ATM OAM ping

VolP 12
MDI analysis 13

Ethernet loop

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests

Seite

Phone / Connect..

(POTS) S
Copper test 19
Legend 3
Hotkeys 3
Test leads 20-21

‘ Select service (see list) ‘

\ Select B-channel \

¥

‘ connection test active ‘

Videotelephony 2
User specified 1
User specified 2
User specified 3

Services (CF)

Leased line

Single tests

‘ Phone / connection ‘

‘ Select B-channel ‘

‘ Connection test active ‘

Configuration

| ISDN

‘ Keypad

| Keypad info 1-3

Select keypad info

‘ ‘ Edit keypad info

Keypad info

All
Spch
DFU
A3K1H
A7kHz
Tel31
TTX
FaxG4
ViSyB
ViTel
FaxG3
Tel7k

CFx types

CFU
CFB
CFNR




ISDN

Configuration and operation

MNREUS 42"

Auto. test — page 18 —
Cross references: S / U interface
Access 4 Speech
: Test results IDU 64 kBit
Main menu 5 ‘ Test no. 1-50 ‘ 3.1 kHz audio
Single tests 5 ‘ Start 7 kHz audio
Test reports 5 IDU TA
\ Enter test name Telephony ISDN
Settings 6 * Fax G3
. Fax G4
Device 6
v ‘ Enter own number Mixed Mode
Profiles 7-8 ‘ Teletex
Videotex
ISDN 9 ‘ Edit / select number Telex
POTS 9 ‘ osl
Accu servicing S | Select service (see list) Telephony 7 kHz
Help 5 V!deotelephony 1
Videotelephony 2
IP and ATM tests m ‘ Auto. test active User specified 1
) User specified 2
IP ping 10 Leased line User specified 3
HTTP download
VPIVCl scan 1 Test results
ATM OAM ping \ Test no. 1-50 \
VolP 12 | start N
MDI analysis 13

Ethernet loop

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests Seite

Phone / Connect..

(POTS) 5
Copper test 19
0]{,]-¢ Seite
Legend 3
Hotkeys 3

Test leads 20-21

\ Enter test name

\ Select B-channel

\ Auto. test active




Other

Configuration and operation

MREUS 42"

Copper test — page 19 -
Cross references: Copper test
(Menu | _
Access jm Coppt_ar t"?St
Tip/ring
Main menu 5 Tip/ground
Single tests 5 Ring/ground
Test reports 5
Settings 6 Copper test active
Device 6
Profiles 7-8
ISDN 9
POTS 9
Accu servicing 5
Help 5

IP and ATM tests

IP ping

HTTP download 1o
VPI/NCI scan 1
ATM OAM ping

VolP 12
MDI analysis 13

Ethernet loop

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests

Seite

Phone / Connect..

(POTS) S
Copper test 19
Legend 3
Hotkeys 3
Test leads 20-21




Test leads and pin assignments

MNREUS 42"

Cross references:

Access

Main menu

Single tests

Test reports

Settings

Device

Profiles

ISDN

POTS

Accu servicing

Help

a0 o0 © N o o a o o>

IP and ATM tests

IP ping
HTTP download

-
o

VPI/NVCI scan
ATM OAM ping

11

VolP

12

MDI analysis
Ethernet loop

13

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests

Phone / Connect..

Seite

(POTS) S
Copper test 19
Legend 3
Hotkeys 3
Test leads 20-21

ADSL, Ethernet — page 20 -
ADSL
[P —— ‘::EE:E}i N :[]: 7777777 ' RIM ‘ Ban. ‘ RJ45 PV@VR Line Ser. LAN
\ EI:[] I]:IZCUJE\ | I:IE | 3 red 4 @
\ xDSL adapter | | xDSL/POTS/BRI U cable 2 wire \ T
[ (Art.Nr. 000048) I (Art.Nr. 000071) | 4 black S
o= :[D \ Ban. RJ45
| xDSL/POTS/BRI U cable 2 wire | vack | 5
S (ArtNr.0OO7T) . ADSL - Bridge / Router
| | RJ11 RJ45 PWR Line Ser. LAN ‘ |
T aqT= s | 4 © Ll ross | raes | BT =
| DSL cable | T T 1-8 ‘ 1-8 \ Ethernet Patch cable 1:1 (blue) |
. (Art.Nr. 000045) ) 4 5 . (Art.Nr. 004466)
Ethernet
e | PWR Line Ser. LAN
BT 1=, res | Rrus © Lo
| Ethernet Patch cable 1:1 (blue) | 1-8 ‘ 1-8 ZN
- (Art.Nr. 004466)
RJ45 RJ 11
1 1




Test leads and pin assignments
ISDN, POTS, Copper test

MNREUS 42"

— page 21 -

Cross references:

Access

Main menu

Single tests

Test reports

Settings

Device

Profiles

ISDN

POTS

Accu servicing

Help

a0 o0 © N o o a o o>

IP and ATM tests

IP ping
HTTP download

-
o

VPI/NVCI scan
ATM OAM ping

11

VolP

12

MDI analysis
Ethernet loop

13

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests

Phone / Connect..

Seite

(POTS) S
Copper test 19
Legend 3
Hotkeys 3
Test leads 20-21

U interface / POTS interface

RJ11 ‘ Ban. ‘ RJ45

PWR Line Ser. LAN

* Lo

\
\ 3 red 4
\ xDSL adapter | | xDSL/POTS/BRI U cable 2 wire \ T
| (Art.Nr. 000048) I (Art.Nr. 000071) | 4 black S
o= :[]3 \ Ban. ‘ RJ45
‘ xDSL/POTS/BRI U cable 2 wire ‘
(Art.Nr. 000071) black 5
L - _
S interface
T | PWR Line Ser. LAN
Bl AT= rus | s ® L]
BRI S cable 36 | 36 T
. (Art.Nr. 000041)
Copper test
= ﬁ‘ Ban. | RU45 PV@VR Line Ser. LAN
| a= :[[[[]l "\'[DE\ yellow | 1 @
o=
| \ red 4 T
‘ T-R-G-cable
3 (Art.Nr. 004226) | black 5
RJ45 RJ 11




Notes

MNREUS 42"

— page 22 —

Cross references:

Access

Main menu

Single tests

Test reports

Settings

Device

Profiles

ISDN

POTS

Accu servicing

Help

a0 o0 © N o o a o o>

IP and ATM tests

IP ping

HTTP download 10
VPI/NCI scan 1
ATM OAM ping

VolP 12
MDI analysis 13

Ethernet loop

ISDN tests Seite
BERT

Supp. services 14
Services

X.31 15
CF tests 16
Phone / connect. 17
Auto. Test 18

Other tests

Seite

Phone / Connect..

(POTS) S
Copper test 19
Legend 3
Hotkeys 3
Test leads 20-21







oJur'snbe mmm//:diy
oJul'snbiess|es :[lew
0,-0L06/15G€C0 Xed
0-0,L06/1G€C0-I°L

playosuspnT 098G
06 9geiSepawiyey

HQW MINHJI3LSNOILVINHOANI
44 L4VHIST13S39




	Titel
	-
	Legend, Hotkeys
	Switch on, access menu
	Main menu, Single tests
	Configuration - Device
	Configuration - Profiles - Access parameters 1, Test parameters, Data log
	Configuration - Profiles - Access parameters 2, Bridge/router
	Configuration - ISDN, POTS
	IP ping, HTTP download
	VPI/VCI scan, ATM OAM ping
	VoIP
	MDI analysis, Ethernet loop
	BERT, supplementary services, services test
	X.31
	CF tests
	Phone / connection
	Auto. test
	Copper test
	Test leads ADSL, Ethernet
	Test leads ISDN, POTS, Copper test
	Notes 1
	---
	Contact

